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MONO DIAMETER WELLBORE CASING 
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Background Of The Invention 

This mvertion reiates generally to 0. and gas .,pkv«,-,n, and in p»«cula, to loaning 
and repainng wetlbore casings to facBlate oil and gas explo,«,cn. 
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bo eh.,e ,„ prevent collapse „ fte ^ ^ ^ ^ ^ 

^ .m..a ,3 lowero. „,o.,. a p.,™., i™^^ .3s,n, or an uppe. .„..o^ 
As a oonseguenoe o, .his procedure casing o. the W Werva. Is of 
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,0 Zr^'™"^"''"'*"'=''^-'-='-^-«=i"8indo«^rdd,,ecJn. Cemen. 
10 - P-v^e. ^ .He ou.er sumacs of ,he ca.n,s an. .M .o^f^e wall ,: 

a ^nae borehote *an,e.er invol«s l„<„as«< cos« due to heav, casing handling 
^.m large d« h»s ar. I„r»eased .*.es of dn«ng ,uld and dH 

canen, hardem^, re,^ equlp^en. oh^a due to l^e varia«ons in hoTe 
diameters dniled in me course of B» wall and ft. t™. , . '"'"'^ ™'= 
removed. = "J ™ ««», and ttie hrge volume of cuttings, drilled and 

20 The present Invemlcn is dinactod to ov^coming o,» or mo« of .he limlMons of 
.x«l,ngprocedu,esforfom,insand,or,epairingwB«bo,.caalng,, 

Summary of the Invention 

25 According to one aspec. of ,he prssen. lnv««ion, an apparaUis for radially axpandins 
-d plas^caHy daton.1^ an expar^atie lobular member Is provided J 
floa, stae adapted to mate ^h an end of ^ expandable .ubuiar ma^r^n 

^ «pandad to a langer ou«de dimension for ««al expansion cf »,e expandable .ubula 
30 m.mb« or c^^psed to a sntalter oute^ d^^„. ^ ^,J^ 

a^usteWe expansion mandrel ada^ to c»nM,a«y *„ace .he adjul^e 

Zriri"^ ' -"^n^^ev^ 

Z^r d '^n-*^ -"""'ar 

member, and a support member coupled to locking d««o. 
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According to another aspect of the present invention, a method for radially expanding 
and plastically deforming an expandable tubular member within a borehole is provided 
that includes positioning an adjustable expansion mandrel within the expandable 
tubular member, supporting the expandable tubular member and the adjustable 
expansion mandrel within the borehole, lowering the adjustable expansion mandrel out 
of the expandable tubular member, increasing the outside dimension of the adjustable 
expansion mandrel, and displacing the adjustable expansion mandrel upwaitJIy relative 
to the expandable tubular member n times to radially expand and plastically defom, n 
portions of the expandable tubular member. 

According to another aspect of the present Invention, a method for fomiing a mono 
diameter wellbore casing is provided that includes positioning an adjustable expansion 
mandrel within a first expandable tubular member, supporting the first expandable 
tubular member and the adjustable expansion mandrel within a borehole, lowering the 
adjustable expansion mandrel out of the first expandable tubular member, increasing 
the outside dimension of the .adjustable expansion mandrel, displacing the adjustable 
expansion mandrel upwardly relative to the first expandable tubular member m times to 
radially expand and plastically defomi m portions of the first expandable tubular 
member within the borehole, positioning the adjustable expansion mandfel within a 
second expandable tubular member, supporting the second expandable tubular 
member and the adjustable expansion mandrel within the borehole in overlapping 
relation to the first expandable tubular member, lowering the adjustable expansion 
mandrel out of the second expandable tubular member, increasing the outside 
dimension of the adjustable expansion mandrel, and displacing the adjustable 
expansion mandrel upwardly relative to the second expandable tubular member n 
times to radially expand and plastically defomi n portions of the second expandable 
tubular member within the borehole. 

According to another aspect of the present invention, an apparatus for radially 
expanding and plastically defonning an expandable tubular member is provided that 
includes a float shoe adapted to mate with an end of the expandable tubular member, 
an adjustable expansion mandrel coupled to the float shoe adapted to be controllably 
expanded to a larger outside dimension for radial expansion of the expandable tubular 
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member or collapsed to a smaller outside dimension, an actuator coupled to the 
adjustable expansion mandrel adapted to controllably displace the adjustable 
expansion mandrel relative to the expandable tubular member, a locking device 
coupled to the actuator adapted to controllably engage the expandable tubular 
member, a support member coupled to the locking device, and a sealing member for 
sealingly engaging the expandable tubular member adapted to define a pressure 
chamber above the adjustable expansion mandrel dunng radial expansion of the 
expandable tubular member. 



According to another aspect of the present invention, a method for radially expanding 
and plastically deforming an expandable tubular member within a borehole Is provided 
that includes positioning an adjustable expansion mandrel within the expandable 
tubular member, supporting the expandable tubular member and the adjustable 
expansion mandrel within the borehole, lowering the adjustable expansion mandrel out 
15 of the expandable tubular member, increasing the outside dimension of the adjustable 
expansion mandrel, displacing the adjustable expansion mandrel upwardly relative to 
the expandable tubular member n times to radially expand and plastically deform n 
portions of the expandable tubulu- member within the borehole, and pressurizing an 
interior region of the expandable tubular member above the adjustable expansion 
20 mandrel during the radial expansion and plastic defomiation of the expandable tubular 
member within the borehole. 

According to another aspect of the present invention, a method for forming a mono 
diameter wellbore casing is provided that includes positioning an adjustable expansion 

25 mandrel within a first expandable tubular member, supporting the first expandable 
tubular member and the adjustable expansion mandrel within a borehole, lowering the 
adjustable expansion mandrel out of the first expandable tubular member, increasing 
the outside dimension of the adjustable expansion mandrel, displacing the adjustable 
expansion mandrel upwardly relative to the first expandable tubular member m times to 

30 radially expand and plastically deform m portions of the first expandable tubular 
member within the borehole, pressurizing an interior region of the first expandable 
tubular member above the adjustable expansion mandrel during the radial expansion 
and plastic deformation of the first expandable tubular member within the borehole, 
positioning the adjustable expansion mandrel within a second expandable tubular 
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member, supporting the second expandable tubular member and the adjustable 
expansion mandrel within the borehole In overlapping relation to the firat expandable 
tubular member, lowering the adjustable expansion mandrel out of the second 
expandable tubular member, increasing the outside dimension of the adjustable 
5 expansion mandrel, displacing the adjustable expansion mandrel upwardly relative to 
the second expandable tubular member n times to radially expand and plastically 
deform n portions of the second expandable tubular member within the borehole, and 
pressurizing an interior region of the second expandable tubular member above the 
adjustable expansion mandrel during the radial expansion and plastic deformation of 
1 0 the second expandable tubular member within the borehole. 

According to another aspect of the present invention, an apparatus for drilling a 
borehole within a subterranean fomiation and then radially expanding and plastically 
defbmiing an expandable tubular member within the drilled borehole is provided that 
includes a float shoe adapted to mate with an end of the expandable tubular member, a 
drilling member coupled to the float shoe adapted to drill the borehole, an adjustable 
expansion mandrel coupled to the float shoe adapted to be controllably expanded to a 
larger outside dimension for radial expansion of the expandable tubular member or 
collapsed to a smaller outside dimension, an actuator coupled to the adjustable 
expansion mandrel adapted to controllably displace the adjustable expansion mandrel 
relative to the expandable tubular member, a locking device coupled to the actuator 
adapted to controllably engage the expandable tubular member, and a support 
member coupled to the locking device. 
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According to another aspect of the present Invention, a method for drilling a borehole 
within a subterranean formation and then radially expanding and plastically deforming 
an expandable tubular member within the drilled borehole is provided that include 
positioning an adjustable expansion mandrel within the expandable tubular member, 
coupling a drilling member to an end of the expandable tubular member, drilling the 
borehole using the drilling member, positioning the adjustable expansion mandrel and 
the expandable tubular member within the drilled borehole, lowering the adjustable 
expansion mandrel out of the expandable tubular member, increasing the outside 
dimension of the adjustable expansion mandrel, and displacing the adjustable 
expansion mandrel upwardly relative to the expandable tubular member n times to 

7 



r 



radially expand and plastically defonn n portions of the expandable tubular member 
within the drilled borehole. 
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According to another aspect of the present invention, a method for forming a mono 
diameter wellbore casing within a borehole is provided that includes positioning an 
adjustable expansion mandrel within a first expandable tubular member, coupling a 
drilling member to an end of the first expandable tubular member, drilling a first section 
of the borehole using the drilling member, supporting the first expandable tubular 
member and the adjustable expansion mandrel within the drilled first section of the 
borehole, lowenng the adjustable expansion mandrel out of the firet expandable tubular 
member, increasing the outside dimension of the adjustable expansion mandrel, 
displacing the adjustable expansion mandrel upwartly relative to the first expandable 
tubular member m times to radially expand and plastically defomi m portions of the first 
expandable tubular member within the drilled first section of the borehole, positioning 
the adjustable expansion mandrel within a second expandable tubular member, 
coupling the drilling member to an end of the second expandable tubular member, 
drilling a second section of the borehole using the drilling member, supporting the 
second expandable tubular member and the adjustable expansion mandrel within the 
borehole in overlapping relation to the first expandable tubular member within the 
second drilled section of the borehole, lowering the adjustable expansion mandrel out 
of the second expandable tubular member, increasing the outside dimension of the 
adjustable expansion mandrel, and displacing the adjustable expansion mandrel 
upwardly relative to the second expandable tubular member n times to radially expand 
and plastically deform n portions of the second expandable tubular member within the 
25 drilled second section of the borehole. 

According to another aspect of the present Invention, an apparatus for drilling a 
borehole within a subterranean fomiation and then radially expanding and plastically 
deforming an expandable tubular member within the drilled borehole is provided that 
includes a float shoe adapted to mate with an end of the expandable tubular member, a 
drilling member coupled to the float shoe adapted to drill the borehole, an adjustable 
expansion mandrel coupled to the float shoe adapted to be controllably expanded to a 
larger outside dimension for radial expansion of the expandable tubular member or 
collapsed to a smaller outside dimension, an actuator coupled to the adjustable 
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expansion mandrel adapted to controllably displace the adjustable expansion mandrel 
relative to the expandable tubular member, a locking device coupled to the actuator 
adapted to controllably engage the expandable tubular member, a support member 
coupled to the locking device, and a sealing member for sealing engaging the 
expandable tubular member adapted to define a pressure chamber above the 
adjustable expansion mandrel during the radial expansion of the expandable tubular 
member. 



According to another aspect of the present Invention, a method for drilling a borehole 
within a subterranean formation and then radially expanding and plastically defonning 
an expandable tubular member within the drilled borehole is provided that includes 
positioning an adjustable expanswn mandrel vwthin the expandable tubular member, 
coupling a drilling member to an end of the expandable tubular member, drilling the 
borehole using the drilling member, positioning the adjustable expansion mandrel and 
the expandable tubular member within the drilled borehole, lowering the adjustable 
expansion mandrel out of the expandable tubular member, increasing the outside 
dimension of the adjustable expansion mandrel, displacing the adjustable expansion 
mandrel upwardly relative to the expandable tubular member n times to radially expand 
and plastically defomi n portions of the expandable tubular member within the drilled 
borehole, and pressuring an interior portion of the expandable tubular member above 
the adjustable expansion mandrel dunng the radial expansion and plastic deformation 
of the expandable tubular member within the drilled borehole. 

According to another aspect of the present Invention, a method for fonning a mono 
diameter wellbore casing within a borehole Is provided that includes positioning an 
adjustable expansion mandrel within a first expandable tubular member, coupling a 
drilling member to an end of the first expandable tubular member, drilling a first section 
of the borehole using the drilling member, supporting the first expandable tubular 
member and the adjustable expansion mandrel within the drilled first section of the 
borehole, lowering the adjustable expansion mandrel out of the first expandable tubular 
member, increasing the outside dimension of the adjustable expansion mandrel, 
displacing the adjustable expansion mandrel upwardly relative to the first expandable 
tubular member m times to radially expand and plastically deform m portions of the first 
expandable tubular member within the drilled first section of the borehole, pressuring 
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an interior portion of the firet expandable tubular member above the adjustable 
expansion mandrel during the radial expansion and plastic defomiation of the first 
expandable tubular member within the first drilled section of the borehole, positioning 
the adjustable expansion mandrel within a second expandable tubular member, 
coupling the drilling member to an end of the second expandable tubular member, 
drilling a second section of the borehole using the drilling member, supporting the 
second expandable tubular member and the adjustable expansion mandrel within the 
borehole in overiapping relation to the first expandable tubular member within the 
second drilled section of the borehole, lowering the adjustable expansion mandrel out 
of the second expandable tubular member, increasing the outside dimension of the 
adjustable expansion mandrel, displadng the adjustable expansion mandrel upwardly 
relative to the second expandable tubular member n times to radially expand and 
plastically defomi n portions of the second expandable tubular member within the 
drilled second section of the borehole, and pressuring an interior portion of the second 
expandable tubular member above the adjustable expansion mandrel during the radial 
expansion and plastic deformation of the second expandable tubular member within 
the drilled second section of the borehole. 

According to another aspect of the present invention, an apparatus for radially 
expanding and plastically defonning an expandable tubular member is provided that 
includes a float shoe adapted to mate with an end of the expandable tubular member, a 
first adjustable expansion mandrel coupled to the float shoe adapted to be controllably 
expanded to a first larger outside dimension for radial expansion of the expandable 
tubular member or coOapsed to a first smaller outside dimension, a second adjustable 
expansion mandrel coupled to the first adjustable expansion mandrel adapted to be 
controllably expanded to a second larger outside dimension for radial expansion of the 
expandable tubular member or collapsed to a second smaller outside dimension, an 
actuator coupled to the first and second adjustable expansion mandrels adapted to 
controllably displace the first and second adjustable expansion mandrels relative to the 
expandable tubular member, a locking device coupled to the actuator adapted to 
controllably engage the expandable tubular member, and a support member coupled to 
the locking device. The first larger outside dimension of the first adjustable expansion 
mandrel is larger than the second larger outside dimension of the second adjustable 
expansion mandrel. 
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According to another aspect of the present invention, a method for radially expanding 
and plastically defonning an expandable tubular member within a borehole is provided 
that includes positioning first and second adjustable expansion mandrels within the 
expandable tubular member, supporting the expandable tubular member and the first 
and second adjustable expansion mandrels within the borehole, lowering the first 
adjustable expansion mandrel out of the expandable tubular member, .ncreasing the 
outside dimension of the first adjustable expansion mandrel, displacing the first 
adjustable expansion mandrel upwardly relative to the expandable tubular member to 
radially expand and plastically deform a lower portion of the expandable tubular 
member, displacing the first adjustable expansion mandrel and the second adjustable 
expansion mandrel downwardly relative to the expandable tubular member, decreasing 
the outside dimension of the first adjustable expansion mandrel and increasing the 
outside dimension of the second adjustable expansion mandrel, and displacing the 
second adjustable expansion mandrel upwardly relative to the expandable tubular 
member to radially expand and plastically defomi portions of the expandable tubular 
member above the lower portion of the expandable tubular member. The outside 
dimension of the first adjustable expansion mandrel is greater than .^e outside 
dimension of the second adjustable expansion mandrel. 

According to another aspect of the present invention, a method for fonning a mono 
diameter wellbore casing is provided that includes positioning first and second 
adjustable expansion mandrels within a fi,.t expandable tubular member, supporting 
the first expandable tubular member and the first and second adjustable expansion 
mandrels within a borehole, lowering the first adjustable expansion mandrel out of the 
first expandable tubular member, increasing the outside dimension of the first 
adjustable expansion mandrel, displacing the first adjustable expansion mandrel 
upwardly relative to the first expandable tubular member to radially expand and 
plastically deform a lower person of the first expandable tubular member, displacing the 
first adjustable expansion mandrel and the second adjustable expansion mandrel 
downwardly relative to the first expandable tubular member, decreasing the outside 
dimension of the first adjustable expansion mandrel and increasing the outside 
dimension of the second adjustable expansion mandrel, displacing the second 
adjustable expansion mandrel upwardly relative to the first expandable tubular member 
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to radially expand and plastically deform portions of the first expandable tubular 
member above the lower portion of the expandable tubular member, positioning first 
and second adjustable expansion mandrels within a second expandable tubular 
member, supporting the first expandable tubular member and the first and second 
adjustable expansion mandrels within the borehole in overlapping relation to the first 
expandable tubular member, lowering the first adjustable expansion mandrel out of the 
second expandable tubular member, increasing the outside dimension of the first 
adjustable expansion mandrel, displacing the first adjustable expansion mandrel 
upwardly relative to the second expandable tubular member to radially expand and 
plastically defomi a lower portion of the second expandable tubular member, displacing 
the first adjustable expansion mandrel and the second adjustable expansion mandrel 
downwardly relative to the second expandable tubular member, decreasing the outside 
dimension of the first adjustable expansion mandrel and increasing the outside 
dimension of the second adjustable expansion mandrel, and displacing the second 
adjustable expansion mandrel upwardly relative to the second expandable tubular 
member to radially expand and plastically defomi portions of the second expandable 
tubular member above the lower portion of the second expandable tubular member 
The outside dimension of tf^ first adjustable expansion mandrel is greater than -the 
outside dimension of the second adjustable expansion mandrel. 

According to another aspect of the present invention, an apparatus for radially 
expanding and plastically defonning an expandable tubular member is provided that 
includes a float shoe adapted to mate with an end of the expandable tubular member, a 
first adjustable expansion mandrel coupled to the float shoe adapted to be controllalily 
expanded to a first larger outside dimension for radial expansion of the expandable 
tubular member or collapsed to a first smaller outside dimension, a second adjustable 
expansion mandrel coupled to the first adjustable expansion mandrel adapted to be 
controllably expanded to a second larger outside dimension for radial expansion of the 
expandable tubular member or collapsed to a second smaller outside dimension, an 
actuator coupled to the first and second adjustable expansion mandrels adapted to 
controllably displace the first and second adjustable expansion mandrels relative to the 
expandable tubular member, a locking device coupled to the actuator adapted to 
controllably engage the expandable tubular member, a support member coupled to the 
locking device, and a sealing member for sealingly engaging the expandable tubular 
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adapted to define a pressure chamber above the first and second adjustable expansion 
mandrels during the radial expansion of the expandable tubular member. The first 
larger outside dimension of the first adjustable expansion mandrel is larger than the 
second lai^er outside dimension of the second adjustable expansion mandrel. 

According to another aspect of the present invention, a method for radially expanding 
and plastically deforming an expandable tubular member within a borehole is provided 
that includes posHioning first and second adjustable expansion mandrels within the 
expandable tubular member, supporting the expandable tubular member and the first 
and second adjustable expansion mandrels within the borehole, lowering the first 
adjustable expansion mandrel out of the expandable tubular member, increasing the 
outside dimension of the first adjustable expansion mandrel, displacing the first 
adjustable expansion mandrel upwardly relative to the expandable tubular member to 
radially expand and plastically deform a lower portion of the expandable tubular 
member, pnessurizing an interior region of the expandable tubular member above the 
first adjustable expansion mandrel during the radial expansion of the lower portion of 
the expandable tubular member by the first adjustable expansion mandrel, displacing 
the first adjustable expansion mand^l and the second adjustable expansion mandrel 
downwardly relative to the expandable tubular member, decreasing the outside 
dimension of the first adjustable expansion mandrel and increasing the outside 
dimension of the second adjustable expansion mandrel, displacing the second 
adjustable expansion mandrel upwardly relative to the expandable tubular member to 
radially expand and plastically defonn portions of the expandable tubular member 
above the lower portion of the expandable tubular member, and pressurizing an interior 
region of the expandable tubular member above the second adjustoble expansion 
mandrel during the radial expansion of the portions of the expandable tubular member 
above the lower portion of the expandable tubular member by the second adjustable 
expansion mandrel. The outside dimension of the first adjustable expansion mandrel is 
greater than the outside dimension of the second adjustable expansion mandrel. 

According to another aspect of the present invention, a method for fomiing a mono 
diameter wellbore casing Is provided that includes positioning first and second 
adjustable expansion mandrels within a first expandable tubular member, supporting 
the first expandable tubular member and the first and second adjustable expansion 
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mandrels within a borehole, lowering the first adjustable expansion mandrel out of the 
first expandable tubular member, increasing the outside dimension of the first 
adjustable expansion mandrel, displacing the first adjustable expansion mandrel 
upwardly relative to the first expandable tubular member to radially expand and 
5 plastically deform a lower portion of the first expandable tubular member, pressurizing 
an interior region of the first expandable tubular member above the first adjustable 
expansion mandrel dunng the radial expansion of the lower portion of the first 
expandable tubular member by the first adjustable expansion mandrel, displacing the 
first adjustable expansion mandrel and the second adjustable expansion mandrel 
10 downwardly relative to the first expandable tubular member, decreasing the outside 
dimension of the first adjustable expansion mandrel and increasing the outside 
dimension of the second adjustable expansion mandrel, displacing the second 
adjustable expansion mandrel upwardly relative to the first expandable tubular member 
to radially expand and plastically deform portions of the first expandable tubular 
15 member above the lower portion of the expandable tubular member, pressurizing an 
intenor region of the first expandable tubular member above the second adjustable 
expansion mandrel during the radial expansion of the portions of the first expandable 
tubular member above the lower portion of the first expandable tubular member by the 
second adjustable expansion mandrel, positioning first and second adjustable 
20 expansion mandrels within a second expandable tubular member, supporting the first 
expandable tubular member and the first and second adjustable expansion mandrels 
within the borehole in overiapping relation to the first expandable tubular member, 
lowering the first adjustable expansion mandrel out of the second expandable tubular 
member, increasing the outside dimension of the first adjustable expansion mandrel. 
25 displadng the first adjustable expansion mandrel upwardly relative to the second 
expandable tubular member to radially expand and plastically defomi a lower portion of 
the second expandable tubular member, pressurizing an interior region of the second 
expandable tubular member above the first adjustable expansion mandrel during the 
radial expansion of the lower portion of the second expandable tubular member by the 
30 first adjustable expansion mandrel, displacing the first adjustable expansion mandrel 
and the second adjustable expansion mandrel downwardly relative to the second 
expandable tubular member, decreasing the outside dimension of the first adjustable 
expansion mandrel and increasing the outside dimension of the second adjustable 
expansion mandrel, displacing the second adjustable expansion mandrel upwardly 



relative to the second expandable tubular member to radially expand and plastically 
deform portions of the second expandable tubular member above the lower portion of 
the second expandable tubular member, and pressunzing an intenor region of the 
second expandable tubular member above the second adjustable expansion mandrel 
during the radial expansion of the portions of the second expandable tubular member 
above the lower portion of the second expandable tubular member by the second 
adjustable expansion mandrel. The outside dimension of the first adjustable expansion 
mandrel ts greater than the outside dimension of the second adjustable expansion 
mandrel. 

According to another aspect of the present invention, an apparatus for radially 
expanding and plastically deforming an expandable tubular member is provided that 
includes a support member, a locking device coupled to the support member and 
releasably coupled to the expandable tubular member, an adjustable expansion 
mandrel adapted to be controllably expanded to a larger outside dimension for radial 
expansion and plastic defomiatlon of the expandable tubular member or collapsed to a 
smaller outside dimension, and an actuator coupled to the locking member and the 
.adjustable expansion mandrel adapted to displace the adjustable expansion mandrel 
upwardly through the expandable tubular member to radially expand and plastically 
deform the expandable tubular member. 

According to another aspect of the present invention, a method for radially expanding 
and plastically defomiing an expandable tubular member within a borehole is provided 
that includes supporting the expandable tubular member, an hydraulic actuator, and an 
adjustable expansion mandrel within the borehole, increasing the size of the adjustable 
expansion mandrel, displacing the adjustable expansion mandrel upwardly relative to 
the expandable tubular member using the hydraulic actuator to radially expand and 
plastically defonm a portion of the expandable tubular member. 

According to another aspect of the present invention, a method for forming a mono 
diameter wellbore casing within a borehole that includes a preexisting wellbore casing 
is provided that includes supporting the expandable tubular member, an hydraulic 
actuator, and an adjustable expansion mandrel within the borehole, increasing the size 
of the adjustable expansion mandrel, displacing the adjustable expansion mandrel 
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upwardly relative to the expandable tubular member using the hydraulic actuator to 
radially expand and plastically defomi a portion of the expandable tubular member, and 
displadng the adjustable expansion mandrel upwardly relative to the expandable 
tubular member to radially expand and plastically deform the remaining portion of the 
5 expandable tubular member and a portion of the preexisting wellbore casing that 
overlaps with an end of the remaining portion of the expandable tubular member. 

Brief Description of the Drawings 

10 Fig. 1 is a fragmentary cross-sectional illustration of the placement of an embodiment 
of an apparatus for radially expanding and plastically deforming a tubular member 
within a preexisting structure. 

Fig. 2 is a fragmentary cross-sectional illustration of apparatus of Fig. 1 after displacing 
15 the adjustable expansion mandrel and the float shoe downwardly out of the end of the 
expandable tubular member. 

Fig. 3 is a. fragmentary cross-sectional illustration of the apparatus of Fig. 2 after 
expandiisg the adjustable expansion mandrel. 

20 Fig. 4 is a fragmentary cross-sectional illustration of the apparatus of Fig. 3 after 
displacing the adjustable expansion mandrel upwardly to radially expand and plastically 
deform the expandable tubular member. 

Fig. 5 IS a fragmentary cross-sectional illustration of the apparatus of Fig. 4 after 
25 displacing the actuator, locking device, and tubular support member upwardly relative 
to the adjustable expansion mandrel and the expandable tubular member. 

Fig. 6 is a fragmentary cross-sectional illustration of the apparatus of Fig. 5 after 
displacing the adjustable expansion mandrel upwardly to radially expand and plastically 
30 deform the expandable tubular member. 

Fig 6a is a fragmentary cross-sectional illustration of tfie apparatus of Fig. 6 that 
include one or more cup seals positioned above the adjustable expansion mandrel for 
defining an annular pressure chamber above the adjustable expansion mandrel. 
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Fig. 7 is a fragmentary cross-sectional illustration of the placement of an embodiment 
of an apparatus for drilling a borehole and radially expanding and plastically deforming 
a tubular member within the drilled borehole 

5 

Fig. 8 is a fragmentary cross-sectional illustration of the apparatus of Fig. 7 after 
pivoting the drilling elements of the drilling member radially inwardly. 

Fig. 9 is a fragmentary cross-sectional illustration of apparatus of Fig. 8 after displacing 
10 the adjustable expansion mandrel and dnlling member downwardly out of the end of 
the expandable tubular member. 

Fig. 10 is a fragmentary cross-sectional illustration of the apparatus of Fig. 9 after 
expanding the adjustable expansion mandrel. 

15 

Fig. 11 is a fragmentary cross-sectional illustration of the apparatus of Fig, 10 after 
displacing the adjustable expansion mandrel upwardly to radially expand and plastically 
defonm the expandable tubular member. 

20 Fig. 12 is a fragmentary cross-sectional illustration of the apparatus of Fig. 11 after 
displacing the actuator, locking device, and tubular support member upwardly relative 
to the adjustable expansion mandrel and the expandable tubular member. 

Fig. 13 is a fragmentary cross-sectional illustration of the apparatus of Fig. 12 after 
25 displacing the adjustable expansion mandrel upwardly to radially expand and plastically 
deform the expandable tubular member. 

Fig. 14 is a fragmentary cross-sectional illustration of the placement of an embodiment 
of an apparatus for radially expanding and plastically deforming a tubular member 
30 within a preexisting structure. 

Fig. 15 Is a fragmentary cross-sectional illustration of the apparatus of Fig. 14 after 
displacing the lower adjustable expansion mandrel and float shoe downwardly out of 
the end of the expandable tubular member. 
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Fig. 16 is a fragmentary cross-sectional illustration of the apparatus of Fig. 15 after 
expanding the lower adjustable expansion mandrel. 

5 Fig. 17 is a fragmentary cross-sectional illustration of the apparatus of Fig. 16 after 
displacing the lower adjustable expansion mandrel upwardly to radially expand and 
plastically deform the expandable tubular member. 

Fig. 18 is a fragmentary cross-sectional illustration of the apparatus of Fig. 17 after 
10 displacing the upper and lower adjustable expansion mandrels downwardly relative to 
the expandable tubular member. 

Fig. 19 is a fragmentary cross-sectional illustration of the apparatus of Fig. 18 after 
coOapsing the lower adjustable expansion mandrel and expanding the upper adjustable 
15 expansion mandrel. 
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Rg. 20 is a fragmentary cross-sectional illusfration of the apparatus of Fig. 19. after 
displacing the upper adjustable expansion mandrel upwardly to radially expand and 
plastically deform the expandable tubular member. 

Fig 21 is a fragmentary cross-sectional illustration of the apparatus of Fig. 20 after 
displacing the tubular support member, the locking device, and the actuator upwardly 
relative to the upper adjustable expansion mandrel and the expandable tubular 
member. 

Fig. 22 is a fragmentary cross-sectional illustration of the apparatus of Fig. 21 after 
displacing the upper adjustable expansion mandrel upwardly to radially expand and 
plastically deform the expandable tubular member. 

30 Fig. 23 is a fragmentary cross-sectional illustration of a mono diameter wellbore casing 
formed using one or more of the apparatus of Figs. 1-22. 
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Figs. 24a-24k are fragmentary cross sectional illustrations of the placement of an 
exemplary embodiment of an apparatus for radially expanding and plastically 
defomiing a tubular member within a wellbore that traverses a subterranean fomiation. 

Fig 25a-25f are fragmentary cross sectional and perspective illustrations of the 
expansion cone assembly of the apparatus of Figs. 24a-24lt. 

Fig. 25g is a perspective illustration of a float shoe locking dog. 

10 Fig. 25h is a fragmentary cross sectional illustration of the design and operation of the 
casing gripper iocKing dogs. 
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Figs. 26a-26k are fragmentary cross sectional illustrations of the apparatus of Figs. 
24a-24k after expanding the expansion cone assembly. 

Figs. 27a-27b are a fragmentary cross sectional and perspective illustrations of the 
expansion cone assembly of the apparatus of Figs. 26a-26k 

I 

Figs. 28a.28j are fragmentary cross sectional illustrations of the apparatus of Figs. 26a- 
20 26k during the upward displacement of the expansion cone assembly by the actuators 
to radially expand and plastically defomi a portion of the casing. 

Figs. 29a-29m are firagmentary cross sectional illustrations of the apparatus of Figs. 
28a-28j after the collapse of the expansion cone assembly. 
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Fig. 30a-30c are fragmentary cross sectional illustrations of the process for collapsing 
the expansion cone assembly of the apparatus of Figs. 29a-29m. 

Figs. 31a-31n are fragmentary cross sectional illustrations of the apparatus of Figs 
30 29a-29m after the plastic defomiation and radial expansion of the sealing sleeve and 
the disengagement of the casing from the locking dogs of the casing lock assembly 
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Figs. 32a-32k are fragmentary cross sectional illustrations of the apparatus of Rgs. 
31a-31n after setting down the apparatus onto the bottom of the wellbore to open the 
bypass valve in the shoe and expand the expansion cone assembly, 

5 Figs 33a-33p are fragmentary cross sectional illustrations of the apparatus of Figs. 
32a-32k during the radial expansion and plastic defomiation of the casing. 

Figs. 34a-34l are fragmentary cross sectional illustrations of the apparatus of Figs. 33a- 
33p during the radial expansion and plastic deformation of a portion of the casing that 
1 0 overlaps within a preexisting wellbore casing within the wellbore. 

Figs. 35a-35l are fragmentary cross sectional illustrations of the apparatus of Figs. 28a- 
28j during the emergency collapse of the expansion cone assembly. 

15 Figs. 36a-36b are fragmentary cross sectional illustrations of several exemplary 
embodiments of the operation of the pressure balance piston. 

Detailed Description of tiie Illustrative Embodiments 

20 Referring to Fig. 1, an exemplary embodiment of an apparatus 10 for radially 
expanding and plastically defomiing a tubular member 12 includes a tubular support 
member 14 that extends into the tubular member that is coupled to an end of a locking 
device 16 for controllably engaging the tubular member. Another end of the locking 
device 16 is coupled to a tubular support member 18 that is coupled to an end of an 
25 actuator 20. Another end of the actuator 20 is coupled to a tubular support member 22 
that is coupled to an end of an adjustable expansion mandrel 24 for radially expanding 
and plastically deforming the tubular member 12. Another end of the adjustable 
expansion mandrel 24 is coupled to a tubular support member 26 that is coupled to an 
end of a float shoe 28 that mates with and is at least partially received within a lower 
30 end of the tubular member 12. In an exemplary embodiment, the locking device 16. 
the tubular support member 18, the actuator 20, the tubular support member 22. the 
adjustable expansion mandrel 24, and the tubular support member 26 are positioned 
within the tubular member 12. 
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In an exemplary embodiment, the tubular member 12 includes one or more solid and/or 
slotted tubular members, and one or more of the solid and/or slotted tubular members 
include resilient sealing members coupled to the exterior surfaces of the solid and/or 
slotted tubular members for engaging the wellbore 30 and/or one or more preexisting 
wellbore casings coupled to the wellbore. In an exemplary embodiment, the tubular 
support members, 14. 18. 22. and 26 define corresponding passages, that may or may 
not be valveable. for conveying fluidic materials into and/or through the apparatus 10. 

In an exemplary embodiment, the locking device 16 includes one or more conventional 
controllable locking devices such as, for example, slips and/or dogs for controllably 
engaging the tubular member 12. In an exemplary embodiment, the locking device 16 
is controlled by injecting fluidic materials into the locking device. 

In an exemplary embodiment, the actuator 20 is a conventional actuator that is adapted 
to displaced the adjustable expansion mandrel 24 and float shoe 28 upwardly or 
downwardly relative to the actuator. 



In an exemplary embodiment, the adjustable exransion mandrel 24 is a conventional 
adjustable expansion mandrel that may be expanded to a larger outside dimension or 
collapsed to a smaller outside dinnension and includes external surfaces for engaging 
the tubular member 12 to thereby radially expand and plastically deform the tubular 
member when the adjustable expansion mandrel is expanded to the larger outside 
dimension. In an alternative embodiment, the adjustable expansion mandrel 24 may 
include a rotary adjustable expansion device such as, for example, the commercially 
25 available rotary expansion devices of Weatherford International, Inc. In several 
alternative embodiments, the cross sectional profile of the adjustable expansion 
mandrel 24 for radial expansion operations may, for example, be an n-sided shape, 
where n may vary from 2 to infinity, and the side shapes may include straight line 
segments, arcuate segments, parabolic segments, and/or hyperbolic segments. In 
30 several altemative embodiments, the cross sectional profile of the adjustable 
expansion mandrel 24 may. for example, be circular, oval, elliptical, and/or 
multifaceted. 



In an exemplary embodiment, the float shoe 28 is a conventional float shoe. 
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In an exemplary embodiment, the apparatus 10 is positioned within a preexisting 
structure 30 such as. for example, a wellbore that traverses a subterranean formation 
32. The wellbore 30 may have any orientation from vertical to horizontal. In several 
5 exemplary embodiments, the wellbore 30 may include one or more preexisting solid 
and/or slotted and/or perforated wellbore casings that may or may not overiap with one 
another within the wellbore. 

As illustrated in Fig. 2, the adjustable expansion mandrel 24 and the float shoe 28 are 
10 then displaced downwardly out of the tubular member 12 by the actuator 20. During 
the downward displacement of the adjustable expansion mandrel 24 and the float shoe 
28 out of the tubular member 12, the tubular member is maintained in a stationary 
position relative to the tubular support member 14 by the locking device 16 

15 As illustrated in Fig. 3, the adjustable expansion mandrel 24 is then expanded to the 
larger dimension. In several alternative embodiments, the adjustable expansion 
mandrel 24 may be expanded to the larger dimension by. for example, Injecting a 
fluidic material into the adjustable expansion mandrel ^nd/or by impacting the float 
shoe 28 on the bottom of the wellbore 30. After expanding the adjustable expansion 

20 mandrel 24 to the larger dimension, expansion surfaces 24a are defined on the 
adjustable expansion mandrel that may include, for example, conical, spherical, 
elliptical, and/or hyperbolic surfaces for radially expanding and plastically deforming the 
tubular member 12. In an exemplary embodiment, the expansion surfaces 24a also 
include means for lubricating the interface between the expansion surfaces and the 

25 tubular member 12 during the radial expansion and plastic deformation of the tubular 
member 

As illustrated in Fig. 4. the adjustable expansion mandrel 24 is then displaced upwardly 
by the actuator 20 to thereby radially expand and plastically defomi a portion of the 
30 tubular member 12. In an exemplary embodiment, during the upward displacement of 
the adjustable expansion mandrel 24, the tubular member 12 is maintained in a 
stationary position relative to the tubular support member 14 by the locking device 16, 
In an exemplary embodiment, the tubular member 12 is radially expanded and 
plastically deformed into engagement with the wellbore 30 and/or one or more 
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preexisting yvellbore casings coupled to the wellbore 30. In an exemplary embodiment, 
the interface between the expansion surfaces 24a of the adjustable expansion mandrel 
24 and the tubular member 12 is not fluid tight in order to facilitate the lubrication of the 
interface bet«veen the expansion surface of the adjustable expansion mandrel and the 
5 tubular member. 

As Illustrated in Fig. 5, the locking device 16 is then disengaged from the tubular 
member 12. and the tubular member 12 is supported by the adjustable expansion 
mandrel 24. The tubular support member 14. the locking device 16. the tubular support 
member 18. and the actuator 20 are then displaced upwardly relative to the adjustable 
expansion mandrel 24. 
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As illustrated in Fig. 6. the locking device 16 then engages the tubular member 12 to 
maintain the tubular member in a stationary position relative to the tubular support 
member 14, and the adjustable expansion mandrel 24 is displaced upwardly relative by 
the actuator 20 to radially expand and plastically defomi another portion of the tubular 
member. 

In an exemplary embodiment, the operations of Figs. 5 and 6 are then repeated until 
the entire length of the tubular member 12 is radially expanded and plastically 
deformed by the adjustable expansion mandrel 24. In several alternative 
embodiments, the adjustable expansion mandrel 24 may be collapsed to the smaller 
dimension prior to the further, or complete, radial expansion and plastic deformation of 
the tubular member 12. 

in several alternative embodiments, as illustrated in Fig. 6a. the apparatus 10 further 
includes one or more cup seals 34 that are coupled to the tubular support member 22 
and engage the tubular member 12 to define an annular chamber 36 above the 
adjustable expansion cone 24, and fluidic materials 38 are injected into the tubular 
member 12 through passages defined within the tubular support member 14. the 
locking device 16, the tubular support member 18. the actuator 20, the tubular support 
member 22. the adjustable expansion mandrel 24, tiie tubular support member 26, and 
the fkjat shoe 28 to thereby pressurize the annular chamber 36. In this manner, the 
resulting pressure differential created across the cup seals 34 causes the cup seals to 
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pull the adjustable expansion mandrel 24 upwardly to radially expand and plastically 
deforni the tubular member 12. In several alternative embodiments, the injection of the 
fluidic material 38 into the tubular member 12 is provided in combination with, or in the 
altematrve to. the upward displacement of the expansion mandrel 24 by the actuator 
5 20. In several altemative embodinrwnts. during the injection of the fluidic material 38, 
the locking device 1 6 Is disengaged from the tubular member 12. 

Referring to Fig. 7, an altemative embodiment of an apparatus 100 for radially 
expanding and plastically defomiing the tubular member 12 is substantially identical In 

10 design and operation to the apparatus 10 with the addition of one or more conventional 
drilling members 40a-40b that are pivotally coupled to the float shoe 28. During 
operation of the apparatus 100. the drilling members 40a-40b may be operated to 
extend the length and/or diameter of the wellbore 30. for example, by rotating the 
apparatus and/or by injecting fluidic materials into the apparatus to operate the drilling 

15 members. 

As illustrated in Fig. 7. in an exemplary embodiment, the apparatus 100 is initially 
positioned within the preexisting structure 30. 

20 As illustrated in Fig. 8. in an exemplary embodiment, the drilling members 40a-40b may 
then be pivoted inwardly in a conventional manner. 

As illustrated in Fig. 9 the adjustable expansion mandrel 24. the float shoe 28. and the 
drilling members 40a-40b are then displaced downwardly out of the tubular member 12 
by the actuator 20. During the downward displacement of the adjustable expansion 
mandrel 24, the float shoe 28. and the drilling members 40a-40b out of the tubular 
member 12, the tubular member is maintained in a stationary position relative to the 
tubular support member 14 by the locking device 16. 
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As Illustrated in Fig. 10. the adjustable expansion mandrel 24 is then expanded to the 
larger dimension. In several altemative embodiments, the adjustable expansion 
mandrel 24 may be expanded to the larger dimension by, for example, injecting a 
fluidic material into the adjustable expansion mandrel and/or by Impacting the drilling 
members 40a-40b on the bottom of the wellbore 30. After expanding the adjustable 
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expansion mandrel 24 to the larger dimension, expansion surfaces 24a are defined on 
the adjustable expansion mandrel that may include, for example, conical, spherical, 
elliptical, and/or hyperljolic surfaces for radially expanding and plastically deforming the 
tubular member 12. In an exemplary embodiment, the expansion surfaces 24a also 
include means for lubricating the interface between the expansion surfaces and the 
tubular member 12 during the radial expansion and plastic deformation of the tubular 
member. 

As illustrated in Fig. 11. the adjustable expansion mandrel 24 is then displaced 
upwardly by the actuator 20 to thereby radially expand and plastically deform a portion 
of the tubular member 12. In an exemplaor embodiment, during the upward 
displacement of the adjustable expansion mandrel 24. the tubular member 12 is 
maintained in a stationary position relative to the tubular support member 14 by the 
locking device 16 In an exemplary embodiment, the tubular member 12 is radially 
expanded and plastically deformed into engagement with the wellbore 30 and/or one or 
more preexisting wellbore casings coupled to the wellbore 30. In an exemplary 
embodiment, the interface between the expansion surfaces 24a of the adjustable 
expansion mandrel 24 and tt« tubular member 12 is not fluid tight in order to facilitate 
the lubrication of the interface between the expansion surface of the adjustable 
expansion mandrel and the tubular member. 

As illustrated in Rg 12. the locking device 16 is then disengaged from the tubular 
member 12. and the tubular member 12 is supported by the adjustable expansion 
mandrel 24 The tubular support member 14. the locking device 16, the tubular support 
member 18, and the actuator 20 are then displaced upwardly relative to the adjustable 
expansion mandrel 24. 

As illustrated in Fig. 13, the locking device 16 then engages the tubular member 12 to 
maintain the tubular member in a stationary position relative to the tubular support 
member 14. and the adjustable expansion mandrel 24 is displaced upwardly relative by 
the actuator 20 to radially expand and plastically deform another portion of the tubular 
member. 



25 



10 



15 



20 



25 



30 



In an exemplary embodiment, the operations of Rgs. 12 and 13 are then repeated until 
the entire length of the tubular member 12 is radially expanded and plastically 
defomied by the adjustable expansion mandrel 24. In several alternative 
embodiments, the adjustable expansion mandrel 24 may be collapsed to the smaller 
dimension prior to the further, or complete, radial expansion and plastic deformation of 
the tubular member 12. 

Referring to Fig. 14. an alternative embodiment of an apparatus 200 for radially 
expanding and plastically defomiing the tubular member 12 is substantially identical in 
design and operation to the apparatus 10 except that the adjustable expansion mandrel 
24 has been replaced by an upper adjustable expansion mandrel 202 that is coupled to 
the tubular support member 22. a tubular support member 204 that is coupled to the 
upper adjustable expansion mandrel, and a lower adjustable expansion mandrel 206 
that IS coupled to the tubular support member 204 and the tubular support member 26. 

The upper and lower adjustable expansion mandrels. 202 and 206. may be 
conventional adjustable expansion mandrels that may be expanded to larger outside 
dimensions or collapsed to smaller outside dimensions and include external surfaces 
for engaging the tubular member 12 to thereby radially expand and plastically deform 
the tubular member when the adjustable expansion mandrels are expanded to the 
larger outside dimensions. In an alternative embodiment, the upper and/or lower 
adjustable expansion mandrels. 202 and 206. may include rotary adjustable expansion 
devices such as. for example, the commercially available rotary expansion devices of 
Weatherford International. Inc. In an exemplary embodiment, the tubular support 
member 204 defines a passage, that may. or may not. be valveable. for conveying 
fiuidic materials into and/or through the apparatus 200. In several alternative 
embodiments, the cross sectional profiles of the adjustable expansion mandrels. 202 
and 206. for radial expansion operations may. for example, be n-sided shapes, where n 
may vary from 2 to infinity, and the side shapes may include straight line segments 
arcuate segments, parabolic segments, and/or hyperbolic segments. In several 
alternative embodiments, the cross sectional profiles of the adjustable expansion 
mandrels. 202 and 206. may. for example, be circular, oval, elliptical, and/or 
multifaceted. 
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As illustrated in Fig. 14, in an exemplary embodiment, the apparatus 200 Is initially 
positioned witWn the preexisting structure 30. 



As illustrated in Fig. 15, the lower adjustable expansion mandrel 206 and the float shoe 
28 are then displaced downwardly out of the tubular member 12 by the actuator 20. 
During the downward displacement of the lower adjustable expansion mandrel 206 and 
the float shoe 28 out of the tubular member 12, the tubular member is maintained in a 
stationary position relative to the tubular support member 14 by the locking device 16. 

As illustrated in Fig. 16, the lower adjustable expansion mandrd 206 is then expanded 
to the larger dimension. In several alternative embodiments, the lower adjustable 
expansion mandrel 206 may be expanded to the larger dimension by. for example, 
injecting a fluidic material into the lower adjustable expansion mandrel and/or by 
impacting the float shoe 28 on the bottom of the wellbore 30. After expanding the 
lower adjustable expansion mandrel 206 to the larger dimension, expansion surfaces 
206a are defined on the lowwer adjustable expansion mandrel that may include, for 
example, conical, spherical, elliptical, and/or hypertaolic surfaces for radially expanding 
and plastically deforming the tubular member 12. In an exemplary embodiment, the 
expansion surfaces 206a also include means for lubricating the interface between the 
expansion surfaces and the tubular member 12 during the radial expansion and plastic 
deformation of the tubular member. 



As illustrated in Fig. 17, the lower adjustable expansion mandrel 206 is then displaced 
upwardly by the actuator 20 to thereby radially expand and plastically deform a portion 
12a of the tubular member 12. In an exemplary embodiment, during the upward 
displacement of the lower adjustable expansion mandrel 206. the tubular member 12 is 
maintained in a stationary position relative to the tubular support member 14 by the 
locking device 16. In an exemplary embodiment, the tubular member 12 is radially 
expanded and plastically deformed into engagement with the wellbore 30 and/or one or 
more preexisting wellbore casings coupled to the wellbore 30. In an exemplary 
embodiment, the interface between the expansion surfaces 206a of the lower 
adjustable expansion mandrel 206 and the tubular member 12 is not fluid tight in oreJer 
to facilitate the lubrication of the interface between the expansion surface of the lower 
adjustable expansion mandrel and the tubular member. In an exemplary embodiment, 
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the expansion surfaces 206a also include means for lubricating the interface between 
the expansion surfaces and the tubular member 12 during the radial expansion and 
plastic deformation of the tubular member. 

As Illustrated in Fig. 18. the upper and lower adjustable expansion mandrels, 202 and 
206, and the float shoe 28 are then displaced downwardly by the actuator 20. Dunng 
the downward displacement of the upper and lower adjustable expansion mandrels 
202 and 206. and the float shoe 28. the tubular member is maintained in a stationary 
position relative to the tubular support member 14 by the locking device 16. 

As illustrated in Fig. 19, the upper adjustable expansion mandrel 202 is then expanded 
to the larger dimension and the lower adjustable expansion mandrel 206 is collapsed to 
the smaller dimension. In an exemplary embodiment, the larger dimension of the 
upper adjustable expansion mandrel 202 is less than the larger dimension of the lower 
adjustable expansion mandrel 206. In several alternative embodiments, the upper 
adjustable expansion mandrel 202 may be expanded to the larger dimension and the 
\(XNer adjustable expansion mandrel 206 may be collapsed to the smaller dimension 
by. for example, injecting fluidic material into the upper and/or adjustable expansion 
mandrel and/or by impacting the float shoe 28 on the bottom of the wellbore 30. After 
expanding the upper adjustable expansion mandrel 202 to the larger dimension 
expansion surfaces 202a are defined on the upper adjustable expansion mandrel thai 
may include, for example, conical, spherical, elliptical, and/or hyperbolic surfaces for 
radially expanding and plastically defomiing the tubular member 12. In an exemplary 
embodiment, the expansion surfaces 202a also include means for lubricating the 
interface between the expansion surfaces and the tubular member 12 during the radial 
expansion and plastic defbmiation of the tubular member. 

As illustrated in Fig. 20. the upper adjustable expansion mandrel 202 is then displaced 
upwardly by the actuator 20 to thereby radially expand and plastically deform a portion 
12b of the tubular member 12 above the portion 12a of the tubular member. In an 
exemplary embodiment, the inside diameter of the radially expanded and plastically 
defomied portion 12a of the tubular member 12 is greater than the inside diameter of 
the radially expanded and plastically defomied portion 12b of the tubular member. In 
an exemplary embodiment, during the upward displacement of the upper adjustable 
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expansion mandrel 202, the tubular member 12 is maintained in a stationary posrtion 
relative to the tubular support member 14 by the locking device 16. In an exemplary 
embodiment, the tubular member 12 is radially expanded and plastically defomied into 
engagement with the wellbore 30 and/or one or more preexisting wellbore casings 
coupled to the wellbore 30. In an exemplary embodiment, the interface between the 
expansion surfaces 202a of the upper adjustable expansion mandrel 202 and the 
tubular member 12 .s not fluid tight in order to facilitate the lubrication of the interface 
between the expansion surface of the upper adjustable expansion mandrel and the 
tubular member 
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As Illustrated in Fig. 21. the locking device 16 is then disengaged from the tubular 
member 12, and the tubular member 12 is supported by the upper adjustable 
expansion mandrel 202. The tubular support member 14. the locking device 16 the 
tubular support member 18. and the actuator 20 are then displaced upwardly relative to 
15 the upper adjustable expansion mandrel 202 and the tubular member 12. 

As illustrated in Fig. 22. the locking device 16 then engages the tubular member 12 to 
maintain the tubular member in a stationary position relative to the tubular support 
member 14, and the upper adjustable expansion mandrel 202 is displaced upwardly 
relat^/e by the actuator 20 to radially expand and plastically defomi the portion 12b of 
the tubular member. 
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In an exemplary embodiment, the oper^ons of Figs. 21 and 22 are then repeated until 
the remaining length of the portion 12b of the tubular member 12 is radially expanded 
and plastically defomied by the upper adjustable expansion mandrel 202. In several 
alternative embodiments, the upper adjustable expansion mandrel 202 may be 
collapsed to the smaller dimension prior to the further, or complete, radial expansion 
and plastic defomiation of the tubular member 12. 

30 Refenring to Fig. 23. in an exemplary embodiment, the method and apparatus of one or 
more of Figs 1-22 are repeated to provide a mono diameter wellbore casing 300 within 
a borehole 302 that traverses a subterranean fomiation 304 by successively 
overlapping and radially expanding and plastically deforming wellbore casing 306a- 
306d within the wellbore. In this manner, a wellbore casing 300 is provided that 

29 



J 



defines an interior passage having a substantially constant cross sectional area 
throughout its length. In several alternative emljodiments. the cross section of the 
wellbore casing 300 may be. for example, square, rectangular, elliptical, oval, circular 
and/or faceted. 

5 

Refemng to Figs. 24a-24k, an exemplary embodiment of an apparatus 400 for radially 
expanding and plastically deforming a tubular member includes a tubular support 
member 402 that defines a longitudinal passage 402a that is threadably coupled to and 
received within an end of a tool joint adaptor 404 that defines a longitudinal passage 
1 0 404a and radial passages 404b and 404c. 

The other end of the tool joint adaptor 404 receives and is threadably coupled to an 
end of a gripper upper mandrel 406 that defines a longitudinal passage 406a, external 
radial mounting holes, 406b and 406c. an external annular recess 406d. an external 

15 annular recess 406e. hydraulic port 406f, an internal annular recess 406g. hydraulic 
port 406h. external radial mounting holes. 4061 and 406j. and includes a flange 406k. 
and a flange 4061. Torsional locking pins, 408a and 408b, are coupled to the external 
radial mounting -noles. 406b and 406c. respectively, of the gripper upper mandrel 406 
and received wtthin the radial passages, 404b and 404c. respectively, of the tool joint 

20 adaptor 404. 

A spnng retainer sleeve 410 that includes a flange 410a receives and is threadably 
coupled to the gripper upper mandrel 406 between an end face of the tool joint adaptor 
404 and the flange 406k of the gripper upper mandrel. A bypass valve body 412 
receives and is movably coupled to the gripper upper mandrel 406 that defines radial 
passages, 412a and 412b. and an internal annular recess 412c includes a flange 412d. 

An end of a spring cover 414 receives and is movably coupled to the spring retainer 
sleeve 410 that defines an internal annular recess 414a. The other end of the spring 
cover 414 receives and is threadably coupled to an end of the bypass valve body 412. 
A spring guide 416, a spring 418. and a spring guide 420 are positioned virithin an 
annular chamber 422 defined between the spring cover 414 and the flange 406k of the 
gripper upper mandrel 406. Furthemiore. an end of the spring guide 416 abuts an end 
face of the spring retainer sleeve 410. 
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Casing gripper locking dogs. 424a and 424b, are received and pivotally mounted within 
the radial passages, 412a and 412b. respectively, of the bypass valve body 412. An 
end of each of the casing gripper locking dogs. 424a and 424b, engage and are 
5 received within the outer annular recess 406d of the gripper upper mandrel 406. An 
end of a debris trap 426 receives and is threadably coupled to an end of the bypass 
valve body 412. and the other end of the debris trap receives and is movaUy coupled 
to the flange 4061 of the gripper upper mandrel 406. 

10 An end of a gripper body 428 receives and is threadably coupled to an end of the 
gripper upper mandrel 406 that defines a longitudinal passage 428a, radial passages. 
428b and 428c. radial slip mounting passages, 428d-428m. and radial passages, 428n 
and 4280, includes a flange 428p. 
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Hydraulic slip pistons 432a-432j are movably mounted with the radial slip mounting 
passages 428d-428m. respectively, for movement in the radial direction. Retainers 
434a-434j are coupled to the extenor of the flange 428p of the gripper body 428 for 
limiting the outward radial movement of the hydraulic slip pistons ^'•32a-432j, 
respectively, and springs 436a.436j are positioned within the radial slip mounting 
passages. 428d-428m, respectively, of the gripper body between the hydraulic slip 
pistons. 432a-432j. and the retainers. 434a^34j, respectively. During operation of the 
apparatus 400, pressurization of the radial slip mounting passages, 428d-428m. 
displaces the hydraulic slip pistons. 432a-W2j. respectively, radially outwardly and 
compresses the springs, 436a-«6j, respectively, and during depressurization of the 
radial slip mounting passages. 428d^28m. springs. 436a-436j. respectively, displace 
the hydraulic slip pistons. 432a-432j. inwardly. In an exemplary embodiment, 
displacement of the hydraulic slip pistons 432a-432j radially outwardly permits at least 
portions of the hydraulk; slip pistons to engage and grip an outer tubular member. 

Torsional locking pins. 438a and 438b. are coupled to the external radial mounting 
holes, 4061 and 406], respectively, of the gripper upper mandrel 406 and received 
within the radial passages. 428b and 428c, respectively, of the gripper body 428. 
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An end of a gripper body 440 receives and is threadably coupled to an end of the 
gripper body 428 that defines a longitudinal passage 440a, radial passages, 440b and 
440c, radial slip mounting passages, 440d-440m, and radial passages. 440n and 440o, 
Includes a flange 440p. 

5 

Hydraulic slip pistons 442a-442j are movably mounted with the radial slip mounting 
passages 440d-440m, respectively, for movement in the radial direction. Retainers 
444a-444j are coupled to the exterior of the flange 440p of the gripper body 440 for 
limiting the outward radial movement of the hydraulic slip pistons 442a-442j. 
10 respectively, and springs 446a-446j are positioned within the radial slip mounting 
passages, 440d-440m. respectively, of the gripper body between the hydraulic slip 
pistons. 442a-442j, and the retainers. 444a^44j. respectively. During operation of the 
apparatus 400, pressurization of the radial slip mounting passages, 440d-440m, 
displaces the hydraulic slip pistons, 442a-442j, respectively, radially outwardly and 

15 compresses the springs. 446a-446j. respectively, and during depressurization of the 
radial slip mounting passages, 440d-440m, the springs, 446a-446j, respectively, 
displace the hydraulic slip pistons, 442a-442j. radially inward. In an exemplary 
embodiment, displacement of ihe hydraulic slip pistons 442a-442j radially outwardly 
permits at least portions of the hydraulic slip pistons to engage and grip an outer 

20 tubular member. 

Torsional locking pins, 448a and 448b, are coupled to the external radial mounting 
holes, 428n and 428o, respectively, of the gripper body 428 and received within the 
radial passages, 440b and 440c, respectively, of the gripper body 440. 

25 

An end of a tool joint adaptor 450 that defines a longitudinal passage 450a, radial 
passages, 450b and 450c, and an inner annular recess 450d, receives and is 
threadably coupled to an end of the gripper body 440. Torsional locking pins, 452a and 
452b, are coupled to the external radial mounting holes. 440n and 440o, respectively, 
JO of the gripper body 428 and received within the radial passages, 450b and 450c, 
respectively, of the tool joint adaptor 450. 



A bypass tube 454 that defines a longitudinal passage 454a is received within the 
longitudinal passages, 406a, 428a, 440a, and 450a, of the gripper upper mandrel 406, 
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the gripper body 428, the gripper body 440, and the tool joint adaptor 450, respectively. 
Is coupled to the recess 406g of the gripper upper mandrel at one end and is coupled 
to the recess 450d of the tool joint adaptor at the other end. 

An end of a cross over adaptor 456 that defines a longitudinal passage 456a receives 
and is threadably coupled to an end of the tool joint adaptor 450. The other end of the 
cross over adaptor 456 is received within and is coupled to an end of a tool joint 
adaptor 458 that defines a longitudinal passage 458a and external radial mounting 
holes. 458b and 458c. 



An end of a positive casing locking body 460 that defines a tapered longitudinal 
passage 460a and radial passages, 460b and 460c, receives and is threadably coupled 
to the other end of the tool joint adaptor 458. Torsional locking pins, 462a and 462b, 
are coupled to the external radial mounting holes, 458b and 458c, respectively, of the 
15 tool joint adaptor 458 and received within the radial passages, 460b and 460c, 
respectively, of the positive casing locking body 460. 

An end of a positive casing locking dog 464 mates with, is received within, and is 
coupled to the other end of the positive casing locking body 460 that includes internal 
20 flanges, 464a and 464b. and an external flange 464c. In an exemplary embodiment, 
the external flange 464c of the positive casing locking dog 464 includes an ribbed 
extemal surface 464d that engages and locks onto a ribbed internal surface 466a of a 
positive casing locking collar 466. 



One end of the positive casing locking collar 466 is threadably coupled to a casing 468 
and the other end of the positive casing locking collar is threadably coupled to a casing 
470 that defines radial mounting holes. 470a and 470b, at a lower end thereof. In this 
manner, the casings, 468 and 470, are also engaged by and locked onto the positive 
casing locking dog 464. 

The other end of the positive casing locking dog 464 mates with, is received witiiin, and 
IS coupled to an end of a positive casing locking body 472 that defines a tapered 
longitudinal passage 472a and radial passages, 472b and 472c. The other end of the 
positive casing locking body 472 receives, mates witfi. and is coupled to an end of a 
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casing lock barrel adaptor 474 that defines external radial mounting holes, 474a and 
474b, and external radial mounting holes. 474c and 474d. Torsional locking pins, 475a 
and 475b, are coupled to the external radial mounting holes, 474a and 474b, 
respectively, of the casing lock barrel adaptor 474 and received within the radial 
5 passages, 472b and 472c, respectively, of the positive casing locking body 472. 

An end of a positive casing lock releasing mandrel 476 that defines a longitudinal 
passage 476a, an external annular recess 476b, an external annular recess 476c, an 
external annular recess 476d. and an external annular recessed end portion 476e, is 

10 received within and movably coupled to an end of the tool joint adaptor 458. The 
middle portion of the positive casing lock releasing mandrel 476 is received within and 
mates with the internal flanges, 464a and 464b, of the positive casing locking dogs 
464 The other end of the positive casing lock releasing mandrel 476 is received 
within and is movably coupled to the end of the casing lock ban-el adaptor 474, and the 

15 external annular recessed portion 476e of the posrtive casing lock releasing mandrel is 
threadably coupled to and received within an end of a positive casing lock lower 
mandrel 478 that defines a longitudinal passage 473a, external radial mounting holes, 
478b and 478c, and an external annular recessed end portion 478d. 

20 A shear pin ring 480 that defines radial passages, 480a and 480b, receives and mates 
with the positive casing lock lower mandrel 478. Shear pins, 482a and 482b, are 
coupled to the external radial mounting holes, 478b and 478c, respectively, of the 
positive casing lock lower mandrel 478 and are received within the radial passages, 
480a and 480b, respectively, of the shear pin ring 480. 

25 

An end of an actuator barrel 484 that defines a longitudinal passage 484a, radial 
passages. 484b and 484c, and radial passages, 484d and 484e, is threadably coupled 
to an end of the casing lock barrel adaptor 474. Torsional locking pins. 486a and 486b, 
are coupled to the external radial mounting holes, 474c and 474d, respectively, of the 
30 casing lock bamel adaptor and are received within the radial passages, 484b and 484c, 
respectively, of the actuator ban-el. 

The other end of the actuator barrel 484 is threadably coupled to an end of a barrel 
connector 486 that defines an internal annular recess 486a, external radial mounting 
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holes, 486b and 486c, radial passages, 486d and 466e, and external radial mounting 
holes, 486f and 486g. A sealing cartridge 488 is received within and coupled to the 
internal annular recess 486a of the barrel connector 486 for fiuidicly sealing the 
interface between the barrel connector and the sealing cartridge. Torsional locking 
pins. 490a and 4gob. are coupled to and mounted within the external radial mounting 
holes. 486b and 486c, respectively, of the barrel connector 486 and received within the 
radial passages, 484d and 484e. of the actuator barrel 484. 

The other end of the barrel connector 486 is threadably coupled to an end of an 
actuator barrel 492 that defines a longitudinal passage 492a, radial passages, 492b 
and 492c, and radial passages, 492d and 492e. Torsional locking pins. 494a and 
494b, are coupled to and mounted within the external radial mounting holes, 486f and 
486g. respectively, of the barrel connector 486 and received within the radial passages, 
492b and 492c. of the actuator barrel 492. The other end of the actuator barrel 492 is 
15 threadably coupled to an end of a barrel connector 496 that defines an internal annular 
recess 496a. external radial mounting holes, 496b and 496c. radial passages, 496d 
and 49Se. and external radial mounting holes, 496f and 496g. A sealing cartridge 498 
is /eceived within and coupled to the internal annular recess 496a of the barrel 
connector 496 for flukiicly sealing the interface between the barrel connector and the 
sealing cartridge. Torsional locking pins. 500a and 500b, are coupled to and mounted 
within the external radial mounting holes, 496b and 496c, respectively, of the barrel 
connector 496 and received within the radial passages. 492d and 492e. of the actuator 
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banrel 492. 



The end of the barrel connector 496 is threadably coupled to an end of an actuator 
barrel 502 that defines a longitudinal passage 502a, radial passages, 502b and 502c. 
and radial passages. 502d and 502e. Torsional locking pins. 504a and 504b, are 
coupled to and mounted within the external radial mounting holes, 496f and 496g. 
respectively, of the barrel connector 496 and received within the radial passages. 502b 
30 and 502c. of the actuator barrel 502. The other end of the actuator barrel 502 is 
threadably coupled to an end of a barrel connector 506 that defines an intemal annular 
recess 506a, external radial mounting holes. 506b and 506c, radial passages, 506d 
and 506e, and external radial mounting holes. 506f and 506g. Torsional locking pins, 
508a and 508b. are coupled to and mounted within the extemal radial mounting holes. 
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506b and 506c, respectively, of the barrel connector 506 and received within the radial 
passages, 502d and 502e, of the actuator ban^l 502. A sealing cartridge 510 is 
received within and coupled to the internal annular recess 506a of the barrel connector 
506 for fluidicly sealing the interface between the ban-el connector and the sealing 
5 cartridge. 



The other end of the ban^el connector 506 is threadably coupled to an end of an 
actuator barrel 512 that defines a longitudinal passage 512a. radial passages, 512b 
and 512c. and radial passages. 512d and 512e. Torsional locking pins. 514a and 

10 514b. are coupled to and mounted within the external radial mounting holes, 506f and 
506g. respectively, of the barrel connector 506 and received within the radial passages, 
512b and 512c, of the actuator ban-el 512. The other end of the actuator barrel 512 Is 
threadably coupled to an end of a lower stop 516 that defines an internal annular 
recess 516a, external radial mounting holes, 516b and 516c. and an internal annular 

15 recess 516d that includes one or more circumferentially spaced apart locking teeth 
51 6e at one end and one or more circumferentially spaced apart locking teeth 51 6f at 
the other end. , A sealing cartridge 518 is received within and coupled to the internal 
annular re-iess 516a of the barrel connector 516 for fluidicly sealing the interface 
between the barrel connector and the sealing cartridge. Torsional locking pins, 520a 
20 and 520b, are coupled to and mounted within the external radial mounting holes, 516b 
and 516c, respectively, of the barrel connector 516 and received within the radial 
passages. 512d and 512e, of the actuator barrel 512. 

A connector tube 522 that defines a longitudinal passage 522a is received within and 
25 sealingly and movably engages the Interior surface of the sealir^ cartridge 488 
mounted within the annular recess 486a of the barrel connector 486. In this manner, 
during longitudinal displacement of the connector tube 522 relative to the barrel 
connector 486, a fluidic seal is maintained between the exterior surface of the 
connector tube and the interior surface of the ban-el connector. An end of the 
30 connector tube 522 is received within and is threadably coupled to an end of dart/ball 
guide 524 that defines a tapered passage 524a at the other end. 



The other end of the connector tube 522 is received within and threadably coupled to 
an end of a piston 526 that defines a longitudinal passage 526a and radial passages. 
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526b and 526c, that includes a flange 526d at one end. A sealing cartridge 528 is 
mounted onto and seaiingly coupled to the exterior of the piston 526 proximate the 
flange 526d. The sealing cartridge 528 also mates with and seaiingly engages the 
interior surface of the actuator ban-el 492. In this manr,er, during longitudinal 
displacement of the piston 526 relative to the actuator barrel 492. a fluidic seal is 
maintained between the exterior surface of the piston and the interior surface of the 
actuator barrel. 

The other end of the piston 526 receives and is threadably coupled to an end of a 
connector tube 529 that defines a longitudinal passage 528a. The connector tube 529 
is received within and seaiingly and movably engages the interior surface of the sealing 
cartridge 498 mounted within the annular recess 496a of the barrel connector 496. In 
this manner, during longitudinal displacement of the connector tube 529 relative to the 
barrel connector 496. a fluidic seal is maintained between the exterior surface of the 
15 connector tube and the interior surface of the ban-el connector. 

The other end of the connector tube 529 is received within and threadably .coupled to 
an end of a piston 530 that defines a longitudinal passage 530a and radial passages, 
530b and 530c. that includes a flange 530d at one end A sealing cartridge 532 is 
mounted onto and seaiingly coupled to the exterior of the piston 530 proximate the 
flange 530d. The sealing cartridge 532 also mates with and seaiingly engages the 
interior surface of the actuator bamel 502. In this manner, during longitudinal 
displacement of the piston 530 relative to the actuator barrel 502. a fluidic seal is 
maintained between the exterior surface of the piston and the interior surface of the 
25 actuator barrel. 

The other end of the piston 530 receives and is threadably coupled to an end of a 
connector tube 534 that defines a longitudinal passage 534a. The connector tube 534 
is received within and seaiingly and movably engages the interior surface of the sealing 
cartridge 510 mounted within the annular recess 506a of the barrel connector 506. In 
this manner, during longitudinal displacement of the connector tube 534 relative to the 
barrel connector 506. a fluidic seal is maintained between the exterior surface of the 
connector tube and the interior surface of the barrel connector. 
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The other end of the connector tube 534 is received within and threadabiy coupled to 
an end of a piston 536 that defines a longitudinal passage 536a, radial passages. 536b 
and 536c. and external radial mounting holes, 636d and 536e, that includes a flange 
536f at one end. A sealing cartridge 538 is mounted onto and sealingly coupled to the 
exterior of the piston 536 proximate the flange 536d. The sealing cartridge 538 also 
mates with and sealingly engages the interior surface of the actuator barrel 512. In this 
manner, during longitudinal displacement of the piston 536 relative to the actuator 
barrel 512. a fluidic seal is maintained between the exterior surface of the piston and 
the interior surface of the actuator barrel. 

The other end of the piston 536 is received within and threadabiy coupled to an end of 
a lock nut 540 that defines radial passages, 540a and 540b. and includes one or more 
circumferentially spaced apart locking teeth 540c at the other end for engaging the 
circumferentially spaced apart locking teeth 516e of the lower stop 516. 

A threaded bushing 542 is received within and threadabiy coupled to the 
drcumferentially spaced apart locking teeth 540c of the lock nut 540. An end of a 
connector tube 544 that deflnes a longitudinal passage 544a is received within And is 
threadabiy coupled to the threaded bushing 542. A sealing sleeve 546 is received 
within and is threadabiy coupled to adjacent ends of the piston 536 and the connector 
tube 544 for fluidicly sealing the interface between the end of the piston and the end of 
the connector tube. Torsional locking pins. 548a and 548b, are mounted within and 
coupled to the external radial mounting holes, 536d and 536e, respectively, of the 
piston 536 that are received within the radial passages. 540a and 540b. of the stop nut 
540. 



The connector tube 544 is received within and sealingly and movaWy engages the 
interior surface of the sealing cartridge 518 mounted within the annular recess 516a of 
the barrel connector 516. In this manner, during longitudinal displacement of the 
connector tube 544 relative to the barrel connector 516. a fluidic seal Is maintained 
between the exterior surface of the connector tube and the interior surface of the barrel 
connector. 
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The other end of the connector tube 544 is received within and is threadably coupled to 
a threaded bushing 550. The threaded bushing 550 is received within and threadably 
coupled to a lock nut 552 that defines radial passages. 552a and 552b, and includes 
one or more circumferentially spaced apart locking teeth 552c at one end for engaging 
5 the circunr»ferentjally spaced apart locking teeth 516f of the lower stop 516. The other 
end of the lock nut 552 receives and is threadably coupled to an end of tool joint 
adaptor 554 that defines a longitudinal passage 554a, external radial mounting holes. 
554b and 554c. Torsional locking pins, 556a and 556b, are mounted within and 
coupled to the external radial mounting holes, 554b and 554c, respectively, of the tool 
10 joint adaptor 554 that are received within the radial passages, 552a and 552b, of the 
stop nut 552. A sealing sleeve 558 is received within and is threadably coupled to 
adjacent ends of the connector tube 544 and the tool joint adaptor 554 for fluidicfy 
sealing the interface between the end of the connector tube and the end of the tool joint 
adaptor. 

15 

The other end of the tool joint adaptor 554 is received within and threadably coupled to 
an end of a tool joint adaptor 560 that. defines a longitudinal passage 560a. A torsion 
plate 562 is received within and th-eadably coupled to the other end of the tool joint • 
adaptor 560 that defines a longitudinal passage 562a and includes one or more 
circumferentially spaced apart locking teeth 562b at one end. An end of an upper 
bushing 664 is also received within and threadably coupled to the other end of the tool 
joint adaptor 560 proximate the torsion plate 562 that receives and is threadably 
coupled to an end of a cup mandrel 566 that defines a longitudinal passage 566a and 
includes a plurality of circumferentially spaced apart locking teeth 566b at one end for 
engaging the circumferentially spaced apart locking teeth 562b of the torsion plate 562. 
The end of the cup mandrel 566 is further positioned proximate an end face of the 
torsion plate 562. 

A thimble 568 is mounted on and is threadably coupled to the cup mandrel 566 
proximate an end face of the upper bushing 564. An inner thimble 670 is mounted on 
and is threadably coupled to the cup mandrel 566 proximate an end of the thimble 568, 
and one end of the inner thimble is received within and mates with the end of the 
thimble. A resilient packer cup 572 is mounted on and sealingly engages the cup 
mandrel 566 proximate an end of the inner thimble 570, and one end of the packer cup 
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is received within and mates with the end of the inner thimble. A packer cup backup 
ring 574 Is mounted on the inner thimble 570 proximate an end face of the thimble 568, 
and an end of the packer cup backup ring 574 receives and mates with the packer cup 
572. A spacer 576 is mounted on and threadabiy engages the cup mandrel 566 
proximate an end face of the packer cup 572. 

A thimble 578 is mounted on and is threadabiy coupled to the cup mandrel 566 
proximate an end of the spacer 576. An inner thimble 580 is mounted on and is 
threadabiy coupled to the cup mandrel 566 proximate an end of the thimble 578, and 
one end of the inner thimble is received within and mates with the end of the thimble 
A resilient packer cup 582 is mounted on and sealingly engages the cup mandrel 566 
proximate an end of the inner thimble 580, and one end of the packer cup is received 
within and mates with the end of the inner thimble. A packer cup backup ring 584 is 
mounted on the inner thimble 580 proximate an end face of the thimble 578, and an 
end of the packer cup backup ring 584 receives and mates with the packer cup 582. 
An adjustable spacer 586 is mounted on and threadabiy engages the cup mandrel 566 
proximate an end face of the packer cup 582 

An end of a cone mandrel 588 that defines a longitudinal passage 588a. an external 
lock ring groove 588b, an external lock ring groove 588c, an extemal lock ring groove 
588d. an extemal lock ring groove 588e, radial passages, 588f and 588g. and locking 
dog grooves 588h receives and Is threadabiy coupled to an end of the cup mandrel 
566. A shear pin bushing 590 that defines extemal radial mounting holes, 590a and 
590b, at one end and an annular recess 590c at another end and includes 
circumferentially spaced apart locking teeth 590d at the other end is mounted on and is 
movably coupled to the cone mandrel 688. Torsional shear pins, 592a and 592b, are 
mounted within and coupled to the external radial mounting holes, 590a and 590b. 
respectively, of the shear pin bushing 590 and received within the radial passages, 
470a and 470b, respectively, of the end of the casing 470. In this manner, torque loads 
may be transmitted between the casing 470 and the shear pin bushing 590. A resilient 
lock ring 594 is retained in the external lock ring groove 588b of the cone mandrel and 
received within the internal annular recess 590c at the end of the shear pin bushing 
590. 
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Referring to Figs 24j. 25a. and 25b. an upper cone retainer 596 receives, mates with, 
and is coupled to the end of the shear pin bushing 690 that includes an internal flange 
596a and an internal upper pivot point flange 596b. An end of an upper cam 598 
includes a tubular base 598a that mates with, receives, and is movably coupled to the 
cone mandrel 588. The tubular base 598a of the upper cam 598 further includes an 
external flange 598b that Is received within and mates with the upper cone retainer 596 
proximate the internal flange 596a of the upper cone retainer and a plurality of 
circumferentially spaced apart locking teeth 598c that engage the circumferentially 
spaced apart locl<ing teeth 590d of the end of the shear pin bushing 590. In this 
manner, the upper cam 598 is retained within the upper cone retainer 596 and torque 
toads may be transmitted between the upper cam and the shear pin bushing 590. 



Referring to Figs. 25b and 25c. the upper cam 598 further includes a plurality of 
circumferentially spaced apart cam amis 598d that extend from the tubular base 598a 

15 in the longitudinal direction that mate with, receive, and are movably coupled to the 
cone mandrel 588. Each cam ami 598d includes an inner surface 598da that is an 
arcuate cylindrical segment, a first outer surface 598db that is an arcuate cylindrical 
segment, a second outer surface 598dc that is an arcuate conical segment, and a third 
outer surface 598dd that is an arcuate cylindrical segment. In an exemplary 

20 embodiment, each of the cam amns 698d are identical. 

Refening to Figs. 24j. 25a. and 25d. a plurality of circumferentialy spaced apart upper 
cone segments 600 are interleaved among the cam arms 598d of the upper cam 598. 
In an exemplary embodiment, each upper cone segment 600 includes a firet outer 
surface 600a that defines a hinge groove 600b. a second outer surface 600c, a third 
outer surface 600d. a fourth outer surface 600e, a first inner surface 600f, a second 
inner surface 600g, a third inner surface 600h. and a fourth inner surface 6001. In an 
exemplary embodiment, the first outer surface 600a, the second outer surface 600c. 
the fourth outer surface 600e. the first inner surface 600f. the second inner surface 
600g, and the fourth inner surface 600i are arcuate cylindrical segments. In an 
exemplary embodiment, the third outer surface 600d is an arcuate spherical segment. 
In an exempla/y embodiment, the third inner surface 600h is an arcuate conical 
segment In an exemplary embodiment, each of the upper cone segments 600 are 
identical. In an exemplary embodiment, the hinge grooves 600b of the upper cone 
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segments 600 receive and mate with the pivot point 596b of the upper cone retainer 
596 in this manner, the upper cone segments 600 are pivotally coupled to the upper 
cone retainer 596. 

5 Referring to Rgs. 24j, 25a. and 25e. a plurality of drcumferentially spaced apart lower 
cone segments 602 overlap with and are interleaved among the upper cone segments 
600. In an exemplary embodiment, each lower cone segment 602 includes a first outer 
surface 602a that defines a hinge groove 602b, a second outer surface 602c. a third 
outer surface 602d, a fourth outer surface 602e. a first inner surface 602f. a second 

10 inner surface 602g, a third inner surface 602h. and a fourth inner surface 602i. In an 
exemplary embodiment, the first outer surface 602a. the second outer surface 602c, 
the fourth outer surface 602e. the first inner surface 602f. the second inner surface 
6029, and the fourth inner surface 602i are arcuate cylindrical segments. In an 
exemplary embodiment, the third outer surface 602d is an arcuate spherical segment. 

15 In an exemplary embodiment, the third inner surface 602h is an arcuate conical 
segment. In an exemplary embodiment, each of the lower cone segments 602 are 
identical. 

Referring to Figs. 24j. 25a. 25b. and 25f. a plurality of circumferentially spaced apart 
20 cam amis 604a that extend in the longitudinal direction from a tubular base 604b of a 
lower cam 604 overiap and are interieaved among the circumferentially spaced apart 
cam amr,s 598d of the upper cam 598 and mate with, receive, and are movably coupled 
to the cone mandrel 588. The tubular base 604b of the lower cam 604 mates with, 
receives, and is movably coupled to the cone mandrel 588 and includes an external 
25 flange 604c and a plurality of drcumferentially spaced apart locking teeth 604d. Each 
cam arm 604a includes an inner surface 604aa that is an arcuate cylindrical segment, 
a first outer surface 604ab that is an arcuate cylindncal segment, a second outer 
surface 604ac that is an arcuate conical segment, and a third outer surface 604ad that 
is an arcuate cylindrical segment. In an exemplary embodiment each of the cam amis 
30 604a are identical. 

An end of a lower cone retainer 606 includes an inner pivot point flange 606a that 
mates with and is received within the hinge grooves 602b of the lower cone segments 
602. In this manner, the lower cone segments 602 are pivotally coupled to the lower 
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cone retainer 606. The lower cone retainer 606 further includes an inner flange 606b 
that mates with and retains the external flange 604c of the lower cam 604. In this 
manner, the lower cam 604 is retained within the lower cone retainer 606. 

The other end of the lower cone retainer 606 receives and is threadaWy coupled to an 
end of a release housing 608 that defines a radial passage 608a at another end and 
includes a plurality of circumferentially spaced apart locking teeth 608b at the end of 
the release housing for engaging the circumferentially spaced apart locking teeth 604d 
of the lower cam 604. In this manner, torque loads may be transmitted between the 
release housing 608 and the lower cam 604. An end of a lower mandrel 610 that 
defines a longitudinal passage 610a. an external radial mounting hole 610b. and radial 
passages 610c is received within, mates with, and is movably coupled to the other end 
of the release housing 608. A torsion locking pin 61 2 is mounted within and coupled to 
the extemal radial mounting hole 610b of the lower mandrel 610 and received within 
the radial passage 608a of the release housing 608. In this manner, longitudinal and 
torque loads may be transmitted between the release housing 608 and the lower 
mandrel 610. . 

An end of a kicking dog retainer sleeve 614 that defines an inner annular recess 614a 
at one end and includes a plurality of circumferentially spaced apart locking teeth 614b 
at one end for engaging the locking teeth 604d of the lower cam 604 is received within 
and threadably coupled to an end of the lower mandrel 610. The locking dog retainer 
sleeve 614 is also positioned between and movably coupled to the release housing 608 
and the cone mandrel 588. Locking dogs 616 are received within the inner annular 
recess 614a of the locking dog retainer sleeve 614 that releasably engage the locking 
dog grooves 588h provided in the exterior surface of the cone mandrel 588. In this 
manner, the locking dogs 616 releasably limit the longitudinal displacement of the lower 
cone segments 602. lower cam 604. and the lower cone retainer 606 relative to the 
cone mandrel 588. 



A locking ring retainer 618 Is received within and is threadably coupled to an end of the 
lower mandrel 610 that defines an inner annular recess 618a for retaining a resilient 
locking ring 620 within the lock ring groove 588d of the cone mandrel 588. The locking 
ring retainer 618 further ma1»s with and is movably coupled to the cone mandrel 588. 
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An end of an emergency release sleeve 622 that defines radial passages 622a, an 
outer annular recess 622b. and a longitudinal passage 622c is received within and is 
threadal)ly coupled to an end of the lower mandrel 610. The emergency release 
sleeve 622 is also received within, mates with, and slidably and sealingly engages an 
5 end of the cone mandrel 588. 

An end of a pressure balance piston 624 is received within, mates with, and slidably 
and sealingly engages the end of the lower mandrel 610 and receives, mates with, and 
is threadabiy coupled to an end of the cone mandrel 588. The other end of the 
10 pressure balance piston 624 receives, mates with, and slidably and sealingly engages 
the emergency release sleeve 622. 

An end of a bypass valve operating probe 626 that defines a longitudinal passage 626a 
is received within and is threadabiy coupled to another end of the lower mandrel 610. 
15 An end of an expansion cone mandrel 628 that defines radial passages 628a receives 
and is threadabiy coupled to the other end of the lower mandrel 610. A sealing sleeve 
expansion cone 630 is slidably coupled to the other end of the expansion cone mandrel 
628 that includes an outer tapered expansion surface 630a. A guide 632 is releasably 
coupled to another end of the expansion cone mandrel 628 by a retaining collet 634. 

20 

An end of an expandable sealing sleeve 636 receives and is mounted on the sealing 
sleeve expansion cone 630 and the guide 632. The other end of the expandable 
sealing sleeve 636 receives and is threadabiy coupled to an end of a bypass valve 
body 638 that defines radial passages, 638a and 638b. An elastomeric coating 640 is 
25 coupled to the exterior of at least a portion of the expandable sealing sleeve 636. An 
end of a probe guide 642 that defines an inner annular recess 642a is received within 
and is threadabiy coupled to an end of the bypass valve body 638 and receives and 
mates with an end of the bypass valve operating probe 626. 

30 A bypass valve 644 that defines a longitudinal passage 644a and radial passages. 
644b and 644c. and includes a collet locl<ing member 644d at one end for releasably 
engaging an end of the bypass valve operating probe 626 is received within, mates 
with, and slidably and sealingly engages the bypass valve body 638. An end of a lower 
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mandrel 646 that defines a longitudinal passage 646a receives and is threadably 
coupled to an end of the bypass valve body 638. 

An end of a dart guide sleeve 648 that defines a longitudinal passage 648a is received 
5 within and is coupled to an end of the bypass valve body 638 and the other end of the 
dart guide sleeve 648 is received within and is coupled with the lower mandrel 646. 
An end of a differential piston 650 that includes an inner flange 650a at another end 
receives and is coupled to an end of the lower mandrel 646 by one or more shear pins 
652. An end of a float valve assembly 654 including a float valve 654a, a valve guard 
10 654b. and a guide nose 654c receives and is threadably coupled to an end of the lower 
mandrel 646. A plurality of circumferentially spaced apart locking dogs 656 are 
pivotally coupled to the inner flange 650a of the differential piston 650 and are further 
supported by an end of the float valve assembly 654. 

15 As illustrated in Figs. 24a'24k, in an exemplary embodiment, during operation of the 
apparatus 400, the apparatus is initially positioned within a preexisting structure 700 
such as, for example, a wellbore that traverses a subten-anean formation. In severa! 
alternative embodiments, the wellbore 700 may have any inclination from vertical to 
horizontal. Furthermore, in severa! alternative embodiments, the wellbore 700 may 

20 also include one or more preexisting wellbore casings, or other well construction 
elements, coupled to the wellbore. During the positioning of the apparatus 400 within 
the wellbore 700. the casings, 468 and 470, are supported by the positive casing 
locking dog 464 and the torsional shear pins. 592a and 592b. In this manner, axial and 
torque loads may be transmitted between the casings. 468 and 470. and the tubular 

25 support member 402. 

In an exemplary embodiment, as illustrated in Fig. 25h, prior to the assembly of the 
apparatus 400, the force of the spnng 418 applies a sufficient downward longitudinal 
force to position the ends of the casing g ripper locking dogs. 424a and 424b, between 
30 the outer annular recesses. 406d and 406e, of the gripper upper mandrel 406 thereby 
placing the bypass valve body 412 in a neutral position. In an exemplary embodiment, 
when the apparatus 400 is assembled by inserting the apparatus into the casing 468, 
the ends of the casing gripper locking dogs, 424a and 424b. impact the upper end of 
the casing 468 and are thereby displaced, along with the bypass valve body 412, 
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upwardly relative to the gripper upper mandrel 406 until the ends of the casing gripper 
locking dogs pivot radially inwardly into engagement with the outer annular recess 
406d of the gripper upper mandrel. In this manner, the bypass valve body 412 is 
positioned in an inactive position, as illustrated in Fig. 24a. that fluldicly decouples the 
5 casing gripper hydraulic ports, 406f and 406h. The upward displacement of the bypass 
valve body 412 relative to the gripper upper mandrel 406 further compresses the spring 
418. The bypass valve body 412 is then maintained in the inactive posibon due to the 
placement of the casing gripper locking dogs, 424a and 424b. within the casing 468 
thereby preventing the ends of the casing gripper locking dogs from pivoting radially 
1 0 outward out of engagement with the outer annular recess 406d. 

Referring to Figs. 26a-26k, when the apparatus 400 is positioned at a desired 
predetermined position within the wellbore 700, a fiuidic material 702 is injected into the 
apparatus through the passages 402a, 404a, 406a. 454a, 450a, 456a, 458a, 476a, 

15 478a. 484a, 522a, 529a, 534a, 544a, 554a, 566a, 588a, 622c, 610a, 626a. 644a. and 
646a and out of the apparatus through the float valve 654a. In this manner the proper 
operation of the passages 402a, 404a, .406a, 454a, 450a, 456a, 458a, 476a, 478a, 
484a. 522a. 529a, 534a. 544a. 554£v. 566a, 588a, 622c, 610a. 626a, 644a. and 646a 
and the float valve 654a may be tested. A dart 704 is then injected into the apparatus 

20 with the fiuidic material 702 through the passages 402a. 404a, 406a. 454a, 450a. 456a, 
458a, 476a, 478a, 484a, 522a, 529a, 534a, 544a, 554a, 566a, 588a, 622c, 610a. 626a, 
and 644a until the dart Is positioned and seated in the passage 646a of the lower 
mandrel 646. As a result of the positioning of the dart 704 in the passage 646a of the 
lower mandrel 646, the passage of the lower mandrel is thereby closed. 

25 

The fiuidic material 702 is then injected into the apparatus thereby increasing the 
operating pressure within the passages 402a, 404a, 40ea, 454a, 450a. 456a. 458a. 
476a, 478a. 484a. 522a, 529a. 534a, 544a, 554a, 566a, 588a. 622c, 610a, 626a. and 
644a. Furthermore, the continued injection of the fiuidic material 702 into the 
30 apparatus 400 also causes the fiuidic material 702 to pass through the radial passages, 
526b and 526c, 530b and 630c, and 536b and 536c, of the piston 526, 530, and 536. 
respectively, into an annular pressure chamber 706 defined between the actuator 
barrel 492 and the connector tube 529. an annular pressure chamber 708 defined 
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between the actuator barrel 502 and the connector tube 534. and an annular pressure 
chamber 710 defined between the actuator barrel 512 and the connector tube 544. 

The pressurization of the annular pressure chambers, 706. 708. and 710 then cause 
5 the pistons 526. 530, and 536 to be displaced upwardly relative to the casing 470. As 
a result, the connector tube 529, the connector lube 534. the connector tube 544. the 
threaded bushing 550. the lock nut 552. the tool joint adaptor 554, the sealing sleeve 
558. the tool joint adaptor 560. the torsion plate 562. the upper bushing 564, the cup 
mandrel 566. the thimble 568, the inner thimble 570, the packer cup 572, the backup 
10 ring 574. the spacer 576, the thimble 578, the inner thimble 580, the packer cup S82, 
the backup nng 584, the spacer 586, and the cone mandrel 588 are displaced upwardly 
relative to the casing 470, the shear pin bushing 590, the locking ring 594, the upper 
cone retainer 596, the upper cam 598. and the upper cone segments 600. 

15 As a result, as illustrated in Figs. 26j, 27a, and 27b, the shear pin bushing 590, the 
locking ring 594. the upper cone retainer 596, the upper cam 598, and the upper cone 
segments 600 are displaced downwardly relative to the cone mandrel 588, the lower 
cone segments 602, and the lower cam 604 thereby driving the upper cone segments 
600 onto and up the cam amis 604a of the lower cam 604, and driving the lower cone 

20 segments 602 onto and up the cam amis 598d of the upper cam 598. During the 
outward radial displacement of the upper and lower cone segments, 600 and 602, the 
upper and cone segments translate towards one another in the longitudinal direction 
and also pivot about the pivot points, 596b and 606a, of the upper and tower cone 
retainers, 596 and 606, respectively. 

25 

As a result, a segmented expansion cone is formed that includes a substantially 
continuous outer arcuate spherical surface provided by the axially aligned and 
interleaved upper and lower expansion cone segments, 600 and 602. Furthermore, the 
resilient locking ring 594 is relocated from the lock ring groove 588b to the lock ring 
30 groove 588c thereby releasably locking the positions of the shear pin bushing 590, the 
locking ring 594, the upper cone retainer 596, the upper cam 598, and the upper cone 
segments 600 relative to the cone mandrel 588. 
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Referring to Figs. 28a to 28j. the continued injection of the fiuidic matenal 702 into the 
apparatus 400 continues to pressurize annular pressure chamlwrs. 706. 708. and 710. 
As a result, an upward axial force is applied to the shear pin bushing 590 that causes 
the torsional shear pins. 592a and 592b. to be sheared thereby decoupling the wellbore 
casing 470 from the shear pin bushing 590 and permitting the pistons 526, 530. and 
536 to be further displaced upwardly relative to the casing 470. The further upward 
displacement of the pistons 526. 530. and 536 in turn displaces the cone mandrel 588, 
the upper cam 598. the upper cone segments 600. the lower cone segments 602. and 
the lower cam 604 upwardly relative to the casing 470. As a result, the segmented 
expansion cone provided by the interleaved and axially aligned upper and lower cone 
segments. 600 and 602. radially expands and plastically deforms a portion of the 
casing 470. 

Refening to Figs. 29a-29m, during the continued injection of the fiuidic material 702. 
the segmented expansion cone provided by the interleaved and axially aligned upper 
and lower cone segments, 600 and 602. will continue to be displaced upwardly relative 
to .the casing 470 thereby continuing to radially expand and plastically deform the 
casing until the locking dogs 656 engage and push on the lower end of the casing 470. 
When the locking dogs 656 engage and push on the lower end of the casing 470. the 
locking dogs 656. the float valve assembly 654. the differential piston 650. the dart 
guide sleeve 648. the lower mandrel 646, the bypass valve 644, the elastomeric 
coating 640, the bypass valve body 638. the expandable sealing sleeve 636. the 
retaining collet 634. the guide 632. the sealing sleeve expansion cone 630. the 
expansion cone mandrel 628, the bypass valve operating probe 626. the pressure 
balance piston 624. the emergency release sleeve 622, the resilient locking ring 620. 
the locking ring relainer618. the locking dogs 616. the locking dog retainer sleeve 614.' 
the torsion locking pin 612, the lower mandrel 610, the release housing 608. the lower 
cone retainer 606. the lower cam 604, and the lower cone segments 602 are displaced 
downwardly in the longitudinal direction relative to the cone mandrel 588. As a result, 
the upper cam 598 and the upper cone segments 600 are moved out of axial alignment 
with the lower cone segments 602 and the lower cam 604 thereby collapsing the 
segmented expansion cone. Furthemiore, the locking ring 620 is moved from the lock 
ring groove 588d to the tock ring groove 588e thereby releasably fixing the new 
position of the lower cone segments 602 and the lower cam 604. 
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In particular, as illustrated in Fig. 30a. when a downward tensile longitudinal force is 
initially applied to the lower mandrel 610 relative to cone mandrel 588. the lower 
mandrel, the locking dog retainer sleeve 614. and the locking nng retainer 618 are 
displaced downwardly relative to the cone mandrel 588 when the applied tensile force 
is sufficient to release the locking ring 620 from engagement with the lock ring groove 
588d. As illustrated in Fig. 30b. if the applied tensile force is sufficient to release the 
locking ring 620 from engagement with the lock ring groove 588d. the lower mandrel 
610. the locking dog retainer sleeve 614, and the locking ring retainer 618 are 
displaced downwardly relative to the cone mandrel 588 thereby displacing the annular 
recess 614a of the locking dog retainer sleeve downwardly relative to the locking dogs 
616. As a result, the locking dogs 516 are released from engagement with the locking 
dog grooves 588h of the cone mandrel 588 thereby pemiitting the lower cone 
segments 602, the lower cam 604, and the lower cone retainer 606 to be displaced 
1 5 downwardly relative to the cone mandrel 588. 
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As illustrated in Fig. 30c, further downward displacement of the lower mandrel 610 then 
causes -the torsion locking pin 612 to engage and displace 4he release housing 608 
downwardly relative to the cone mandrel 588 thereby displacing the locking dogs 616. 
the lower cone retainer 606, the lower cam 604, and the lower cam segments 602 
downwardly relative to the cone mandrel. As a result, the lower cone segments 602 
and the lower cam 604 are displaced downwardly out of axial alignment with the upper 
cam 598 and the upper cam segments 600 thereby collapsing the segmented 
expansion cone. Furthermore, the downward displacement of the locking dog retainer 
sleeve 614 also displaced the locking nng retainer 618 and" the locking ring 620 
downwardly relative to the cone mandrel 588 thereby relocating the locking ring from 
the lock ring groove 588d to the lock ring groove 688e. In this manner, the now 
position of the lower cone segments 602 and the lower cam 604 are thereby releasaUy 
fixed relative to the cam mandrel 588 by the locking ring 620. 

The operations of Figs. 30a-30c may be reversed, and the segmented expansion cone 
may again be expanded, by applying a upward compressive force to the lower mandrel 
610. If the compressive force is sufficient, the locking ring 620 will be released from 
engagement with the lock ring groove 588e, thereby permitting the lower mandrel 610 
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and the locking dog retainer 614 to be displaced upwardly relative to the cone mandrel 
588. As a result, the locking dog retainer 614 will engage and displace the locking 
dogs 616, the lower cam 604. the lower cone segments 602, the lower cone retainer 
606, and the release housing 608 upwardly relative to the cone mandrel 588 thereby 
bringing the upper cam 598 and the upper cone segments 600 back into axial 
alignment with the lower cone segments 602 and the lower cam 604. As a result, the 
segmented expansion cone is once again expanded. Once the segmented cone has 
been fully expanded, the locking dogs 616 will once again be positioned in alignment 
with the locking dog grooves 588h of the cone mandrel 588 and will thereby once again 
engage the locking dog grooves. The continued upward displacement of the lower 
mandrel 610 relative to cone mandrel 588 will thereby also upwardly displace the 
locking dog retainer 614 upwardly relative to the cone mandrel thereby once again 
capturing and restraining the locking dogs 616 within the annular recess 614a of the 
locking dog retainer. As a result, the new expansion position of the lower cone 
15 segments 602 and the lower cam 604 relative to the cone mandrel 588 will be 
releasably locked by the locking dogs 616. Furthermore, the locking ring 620 will also 
be relocated from engagement with the lock ring groove 588e to engagement with the 
lock ring groove 588d to thereby releasably lock the expanded segmented cone in the 
expanded position. 
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Referring to Figs. 31a-31n, the continued injection of the fluidic material 702 Into the 
apparatus 400 continues to pressurize the piston chambers 706. 708. and 710 thereby 
further displacing the pistons upwardly 526, 530. and 536 upwardly relative to the 
support member 402. Because the engagement of the tacking dogs 666 with the lower 
25 end of the casing 470 prevents float valve 654 from entering the casing, the continued 
upward displacement of the pistons 526, 530, and 536 relative to the support member 
402 causes the bypass valve operating probe 626 to be displaced upwardly relative to 
the support member thereby disengaging the bypass valve operating probe from the 
probe guide 642. and also causes the sealing sleeve expansion cone 630 to be 
30 displaced upwardly relative to the expandable sealing sleeve 636 thereby radially 
expanding and plastically deforming the sealing sleeve 636 and the elastomeric coating 
640 into sealing engagement with the interior surface of the lower end of the casing 
470. As a result, the lower end of the casing 470 is fluidicly sealed by the combination 
of the sealing engagement of the sealing sleeve 636 and elastomeric coating 640 with 
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the interior surface of the lower end of the casing and the positioning the dart 704 
within the passage 646a of the lower mandrel 646. 
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Continued Injection of the fluidic material 702 into the apparatus 400 continues to 
pressurize the piston chambers 706. 708, and 710 until the pistons 536. 530 and 536 
are displaced upwardly relative to the casing 470 to their maximum upward position 
relative to the support member 402. As a result, the dart ball guide 524 impacts the 
positive casing lock mandrel 478 with sufficient force to shear the shear pins, 428a and 
428b. thereby decoupling the positive casing lock mandrel 478 from the casing lock 
barrel adaptor 474. The positive casing lock mandrel 478 is then displaced upwardly 
relative to the support member 402 which in turn displaces the positive casing lock 
releasing mandrel 476 upwardly relative to the positive casing locking dogs 464. As a 
result, the internal flanges. 464a and 464b, of the positive casing locking dogs are 
relocated into engagement with the annular recesses, 476c and 476d, respectively, of 
the positive casing lock releasing mandrel 476. The positive casing lock casing collar 
466 is thereby released from engagement with the positive casing locking dogs 464 
thereby releasing the casings 468 and 470 from engagement with the support member 
402. As a result, the positions of the casings. 468 and 470. are no longer fix^d relative 
to the support member 402. 

Referring to Figs. 32a-32k. the injection of the fluidic material 702 is stopped and the 
support member 402 is then lowered into the wellbore 700 until the float valve 
assembly 654 impacts the bottom of the wellbore. The support member 402 is then 
further lowered into the wellbore 700. with the float valve assembly 654 resting on the 
bottom of the wellbore. until the bypass valve operating probe 626 impacts and 
displaces the bypass valve 644 downwardly relative to the bypass valve body 638 to 
fluididy couple the passages. 638a and 644b, and the passages. 638b and 644c. and 
until sufficient upward compressive force has been applied to the lower mandrel 610 to 
re-expand the segmented expansran cone provided by the cone segments. 600 and 
602. In an exemplary embodiment, the collet locking member 644d of the bypass 
valve 644 will also engage an end of the bypass valve operating probe 626. 

In an exemplary embodiment, the support member 402 is lowered downwardly into the 
wellbore 700 such that sufRdent upward compressive force is applied to the lower 
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mandrel 610 to release the locking ring 620 from engagement with the lock ring groove 
588e, thereby permitting the lower mandrel 610 and the locking dog retainer 614 to be 
displaced upwardly relative to the cone mandrel 588. As a result, the locking dog 
retainer 614 will engage and displace the locking dogs 616, the lower cam 604, the 
5 lower cone segments 602, the lower cone retainer 606, and the release housing 608 
upwardly relative to the cone mandrel 588 thereby bringing the upper cam 598 and the 
upper cone segments 600 back into axial alignment with the lower cone segments 602 
and the lower cam 604 As a result, the segmented expansion cone is once again 
expanded. Once the segmented cone has been fully expanded, the locking dogs 616 
10 will once again be positioned in alignment with the locking dog grooves 588h of the 
cone mandrel 588 and will thereby once again engage the locking dog grooves. The 
continued upward displacement of the lower mandrel 610 relative to cone mandrel 588 
will thereby also upwardly displace the locking dog retainer 614 upwardly relative to the 
cone mandrel thereby once again capturing and restraining the locking dogs 616 writhin 
15 the annular recess 614a of the locking dog retainer As a result, the new expansion 
position of the lower cone segments 602 and the lower cam 604 relative to the cone 
mandrel 588 will be releasably kscked by the locking dogs 616. Furthermore, the 
locking ring 620 will also be relocated from engagement with the lock ring groove 58'?3 
to engagement with the lock ring groove 588d to thereby releasably lock the expanded 
20 segmented cone in the expanded position. 



A hardenable fluklic sealing material 712 may then be injected into the apparatus 400 
through the passages 402a. 404a. 406a. 454a. 450a. 456a. 458a. 476a, 478a. 522a, 
526a, 529a, 530a, 534a. 536a. 544a, 554a, 566a, 588a. 622a, 610a, 626a. 638a. 638b, 

25 644b. and 644c. and out of the apparatus through the circumferential gaps defined 
between the circumferentially spaced apart locking dogs 656 into the annulus between 
the casings 468 and 470 and the wellbore 700. In an exemplary embodiment, the 
hardenable fluidic sealing material 712 is a cement suitable for well construction. The 
hardenable fluidic sealing material 712 may then be allowed to cure before or after the 

30 further radial expansion and plastic deformation of the casings 468 and/or 470. 

Referring to Figs 33a-33p, after completing the injection of the fluidic material 712, the 
support member 402 is then lifted upwardly thereby displacing the bypass valve 
operating probe 626 and the bypass valve 644 upwardly to fluidicly decouple the 
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passages. 638a and 644b and 638b and 644c. until the collet locking member 644d of 
the bypass valve is decoupled from the bypass valve operating probe. The support 
member 402 is then further lifted upwardly until the segmented expansion cone 
provided by the interleaved and axlally aligned cone segments. 600 and 602. impacts 
the transrtion between the expanded and unexpanded sections of the casing 470 A 
flu,d,c material 714 is then injected into the apparatus 400 through the passages 402a 
404a. 406a. 454a. 450a. 456a. 458a. 476a. 478a. 484a. 524a. 522a. 626a, 529a 530a' 
534a, 536a. 544a. 554a. 566a. 588a. 622c. 610a. and 626a thereby pressurizing the 
-ntenor portion of the casing 470 below the packer cups. 572 and 582. In particular the 
packer cups. 572 and 582, engage the interior surface of the casings 468 and/or 470 
and thereby provide a dynamic movable fiuidic seal. As a result the pressure 
drfferential across the packer cups. 572 and 582. causes an upward tensile force that 
pulls the segmented expansion cone provided by the axially aligned and interleaved 
cone segments. 600 and 602. to be pulled upwardly out of the casings 468 and/or 407 
by the packer cups thereby radially expanding and plastically defomiing the casings 
Furthermore, the lack of a fluid tight seal between the cone segments. 572 and 582 
and the casings 468 and/or 470 permits the fiuidic material 714 to lubricate the 
interface between the cone segments and the casings during the radial expansion and 
plastic deformations of the casings by the cone segments, m an exemplary 
embodiment, during the radial expansion and plastte deformation of the wellbore 
casings 468 and/or 470. the support member 402 Is lifted upwardly out of the wellbore 
700 In several alternative embodiments, the casings 468 and/or 470 are radially 
expanded and plastically defomied into engagement with at least a portion of the 
interior surface of the wellbore 700. 

Referring to Figs 34a-34l. in an exemplary embodiment, a preexisting wellbore casing 
716 ,s coupled to, or othenA^ise support by or within, the wellbore 700. In an exemplanr 
embodiment, during the radial expansion and plastic deformation of the portion of the 
casing 468 and/or 470 that overiaps with the preexisting casing 716. during the 
continued injection of the fiuidic material 714, the bypass valve body 412 is shifted 
downwardly relative to the gripper upper mandrel 406 thereby fluidicly coupling the 
casing gripper hydraulic ports, 406f and 406h. As a result, the interior passages 428a 
and 440a. of the gripper bodies. 428 and 440. are pressurized thereby displacing the 
hydraulic Slip pistons. 432a^32j and 442a-442j. radially outward into engagement with 
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the interior surface of the preexisting wellbore casing 716. After the hydraulic slip 
pistons. 432a-432j and 442a^42j. engage the preexisting wellbore casing 716, the 
continued injection of the fluidic material 714 causes the segmented expansion cone 
including the axially aligned and interleaved cone segments. 600 and 602, to be pulled 
through the overlapping portions of the casings 468 and/or 470 and the preexisting 
wellbore casing by the upward displacement of the pistons, 526, 530, and 536. relative 
to the preexisting wellbore casing. In this manner, the overiapping portions of the 
casings 468 and/or 470 and the preexisting wellbore casing 716 are simultaneously 
radially expanded and plastically defomied by the upward displacement of the 
segmented expansion cone including the axially aligned and interleaved cone 
segments. 600 and 602. In several alternative embodiments, the hydraulic slip pistons. 
432a-432j and 442a-442j. are displaced radially outward into engagement with the 
intenor surface of the casings 468 and/or 470 and/or the preexisting wellbore casing 



716 



In an exemplary embodiment, the bypass valve body 412 is shifted downwardly relative 
. to the gripper upper mandrel 406 by lowering the casing gripper locking dogs. 424a 
and 424b. using the support member 402 to a position below the unexpanded portions 
of the casings 468 and/or 470 into the radially expanded and plastically deformed 
portions of the casings. The ends of the casing gripper locking dogs, 424a and 424b, 
may then pivot outwardly out of engagement with the outer annular recess 406d of the 
gripper upper mandrel 406 and then are displaced downwardly relative to the gripper 
upper mandrel, along with the bypass valve body 412. due to the downward 
longitudinal force provided by the compressed spring 418 As a result, the bypass 
valve body 412 is placed in the neutral position illustrated in Fig. 25h. The casing 
gripper locking dogs, 424a and 424b. are then displaced upwardly relative to the casing 
gripper upper mandrel 406 using the support member 402 thereby impacting the casing 
gripper locking dogs with the interior diameter of the unexpanded portion of the casings 
468 and/or 470 As a result, the casing gripper locking dogs, 424a and 424b. are 
displaced downwardly, along with the bypass valve body 412. relative to the casing 
gripper upper mandrel 406 until the ends of the casing gripper locking dogs pivot 
radially inwardly into engagement with the outer annular recess 406e of the casing 
gripper upper mandrel thereby positioning the bypass valve body in an active position. 



54 



as illustrated in Fig. 34a, in which the casing gnpper hydraulic ports, 406f and 406h. 
are fluidicly coupled. 



In an alternative embodiment, the bypass valve body 412 is shifted downwardly relative 
to the gripper upper mandrel 406 by raising the casing gripper locking dogs. 424a and 
424b, to a position above the casing 468 using the support member 402 thereby 
permitting the ends of the casing gripper locking dogs to pivot radially outward out of 
engagement with the outer annular recess 406d of the gripper upper mandrel 406. The 
ends of the casing gripper locking dogs, 424a and 424b, are then displaced 
downwardly relative to the gripper upper mandrel, along with the bypass valve body 
412, due to the downward longitudinal force provided by the compressed spring 418. 
into engagement with the outer annular recess 406e of the casing gripper upper 
mandrel thereby positioning the bypass valve body in an active position, as illustrated 
in Fig. 34a. in which the casing gripper hydraulic ports, 406f and 406h, are fluidicly 
15 coupled. 
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In an .exemplary embodiment, the process of pulling the segmented expansion cone 
provided by pulling the interieaved and axially aligned -Mne segments. 600 and 602, 
upwardly through the overlapping portions of the casings 468 and/or 470 and the 

20 preexisting wellbore casing 716 is repeated by repeatedly stroking the pistons. 526. 
530. and 536, upwardly by repeatedly a) injecting the fluidic material 714 to pressurize 
the apparatus 400 thereby displacing the segmented expansion cone upwardly, b) 
depressurizing the apparatus by halting the injecUon of the fluidic material, and then c) 
lifting the elements of the apparatus upwardly using the support member 402 in order 

25 to property position the pistons for another upward stroke. 



Referring to Figs. 35a-3SI, in an exemplary embodiment, during the operation of the 
apparatus 400, the segmented expansion cone provkJed by the interieaved and axially 
aligned cone segments, 600 and 602, may be collapsed thereby moving the cone 
segments out of axial alignment by injecting a ball plug 718 into the apparatus using 
the injected flukJic material 714 through the passages 402a, 404a, 406a. 454a, 450a. 
456a. 458a, 476a. 484a. 522a. 529a. 534a. 544a. 554a, 566a, and 588a into sealing 
engagement with the end of the emergency releasing sleeve 622. The continued 
injection of the fluidic material 714 folbwing the sealing engagement of the ball plug 
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718 with the end of the emergency releasing sleeve 622 will apply a downward 
longitudinal tensile force to the lower mandrel 610. As a result, as illustrated and 
descnbed above with reference to Fig. 30a. when the downward tensile longitudinal 
force is initially applied to the lower mandrel 610 relative to cone mandrel 568, the 
lower mandrel, the locking dog retainer sleeve 614, and the locking ring retainer 618 
are displaced downwardly relative to the cone mandrel 588 when the applied tensile 
force is sutnoient to release the locking ring 620 from engagement with the lock ring 
groove 586d. As illustrated in Fig. 30b. if the applied downward tensile longitudinal 
force is sufficient to release the locking ring 620 from engagement with ttie lock ring 
groove 588d, the lower mandrel 610. the locking dog retainer sleeve 614, and the 
locking ring retainer 618 are displaced downwardly relative to the cone mandrel 588 
thereby displacing the annular recess 614a of the locking dog retainer sleeve 
downwardly relative to the locking dogs 616. As a result, the locking dogs 616 are 
released from engagement with the locking dog grooves 588h of the cone mandrel 588 
thereby pennitting the lower cone segments 602. the lower cam 604, and the lovi/er 
cone retainer 606 to be displaced downwardly relative to the cone mandrel 588. 

As illustraed in Fig. 30c, further downward displacement of the lower mandrel 610 then 
causes the torsion locking pin 612 to engage and displace the release housing 608 
downwardly relative to the cone mandrel 588 thereby displacing the locking dogs 616. 
the lower cone retainer 606, the lower cam 604, and the tower cam segments 602 
dovwiwardly relative to the cone mandrel. As a result, the tower cone segments 602 
and the lower cam 604 are displaced downwardly out of axial alignment with the upper 
cam 598 and the upper cam segments 600 thereby collapsing the segmented 
expansion cone. Furthemiore, the downward displacement of the locking dog retainer 
sleeve 614 also displaced the locking ring retainer 618 and the locking ring 620 
downwardly relative to the cone mandrel 588 thereby relocating the tocking ring from 
the lock ring groove 588d to the lock ring groove 588e. In this manner, the now 
position of the lower cone segments 602 and the lower cam 604 are thereby releasably 
fixed relative to the cam mandrel 588 by the tocking ring 620. 

Refemng now to Rg 36a, an exemplary embodiment of the operation of the pressure 
balance piston 624 during an exemplary embodiment of the operation of the apparatus 
400 will now be described. In partfcular, after the dart 704 is positioned and seated in 
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the passage 646a of the lower mandrel 646, the operating pressure within the passage 
622c will increase. As a result, the operating pressure within the passages 622a will 
increase thereby increasing the operating pressures within the passages, 588f and 
588g. of the cone mandrel 588. and within an annulus 720 defined between the cone 
5 mandrel 588 and lower mandrel 610. The operating pressure within the annulus 720 
acts upon an end face of the pressure balance piston 624 thereby applying a 
downward longitudinal force to the cone mandrel 588. As a result, the cone mandrel 
588 and the locking dog retainer sleeve 614 could inadvertently be displaced away 
from each other in opposite directions during the pressurization of the interior passages 
0 of the apparatus 400 caused by the placement of the dart 704 in the passage 646a of 
the lower mandrel 646 thereby potentially collapsing the segmented expansion cone 
including the interleaved and axially aligned cone segments, 600 and 602. Thus, the 
pressure balance piston 624, in an exemplary embodiment, neutralizes the potential 
effects of the pressurization of the interior passages of the apparatus 400 caused by 
the placement of the dart 704 in the passage 646a of the lower mandrel 646. 

Referring now to Fig. 36b. an exemplary embodiment of the operation of the pressure 
balance piston 624 during another exemplary embodiment of the operation of the 
apparatus 400 will now be described. In particular, during the placement of the ball 
718 within the passage 622c of the releasing sleeve 622. the interior passages of the 
apparatus 400 upstream from the ball are pressurized. However, since the ball 718 
blocks the passage 622c, the passage 622a is not pressurized. As a result, the 
pressure balance piston 624 does not apply a downward longitudinal force to the cone 
mandrel 588. As a result, the pressure balance piston 624 does not interfere with the 
collapse of the segmented expansion cone including the interieaved and axially aligned 
cone segments, 600 and 602, caused by the placement of the ball 718 within the 
mouth of the passage 622c of the release sleeve 622. 

An apparatus for radially expanding and plastically deforming an expandable tubular 
member has been descnbed that includes a float shoe adapted to mate with an end of 
the expandable tubular member, an adjustable expansion mandrel coupled to the float 
shoe adapted to be controllably expanded to a laiger outside dimension for radial 
expansion of the expandable tubular member or collapsed to a smaller outside 
dimension, an actuator coupled to the adjustable expansion mandrel adapted to 
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controllably displace the adjustable expansion mandrel relative to the expandable 
tubular member, a locking device coupled to the actuator adapted to controllably 
engage the expandable tubular member, and a support member coupled to the locking 
device. 

A method for radially expanding and plastically deforming an expandable tubular 
member within a borehole has been described that includes positioning an adjustable 
expansion mandrel within the expandable tubular member, supporting the expandable 
tubular member and the adjustable expansion mandrel within the borehole, lowering 
the adjustable expansion mandrel out of the expandable tubular member, increasing 
the outside dimension of the adjustable expansion mandrel, and displacing the 
adjustable expansion mandrel upwardly relative to the expandable tubular member n 
times to radially expand and plastically defomri n portions of the expandable tubular 
member. 

A method for forming a mono diameter wellbore casing has been described that 
includes positioning an adjustable expansion mandrel within a first expandable tubular 
member, supporting the first expandable tubular member and the adjustable expansion 
mandrel within a borehole, lowering the adjustable expansion mandrel out of the first 
expandable tubular member, increasing the outside dimension of the adjustable 
expansion mandrel, displacing the adjustable expansion mandrel upwardly relative to 
the first expandable tubular member m times to radially expand and plastically defomi 
m portions of the first expandable tubular member within the borehole, positioning the 
adjustable expansion mandrel within a second expandable tubular member, supporting 
the second expandable tubular member and the adjustable expansion mandrel within 
the borehole in overlapping relation to the first expandable tubular member, lowering 
the adjustable expansion mandrel out of the second expandable tubular member, 
increasing the outside dimension of the adjustable expansion mandrel, and displacing 
the adjustable expansion mandrel upwardly relative to the second expandable tubular 
member n times to radially expand and plastically deform n portions of the second 
expandable tubular member within the borehole. 

An apparatus for radially expanding and plastically deforming an expandable tubular 
member has been described that includes a float shoe adapted to mate with an end of 
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the expandable tubular member, an adjustable expansion mandrel coupled to the float 
shoe adapted to be controllably expanded to a larger outside dimension for radial 
expansion of the expandable tubular member or collapsed to a smaller outside 
dimension, an actuator coupled to the adjustable expansion mandrel adapted to 
5 controllably displace the adjustable expansion mandrel relative to the expandable 
tubular member, a locking device coupled to the actuator adapted to controllably 
engage the expandable tubular member, a support member coupled to the locking 
device, and a sealing member for sealingly engaging the expandable tubular member 
adapted to define a pressure chamber above the adjustable expansion mandrel during 
1 0 radial expansion of the expandable tubular member. 

A method for radially expanding and plastically defomiing an expandable tubular 
member within a borehole has been described that includes positioning an adjustable 
expansion mandrel within the expandable tubular member, supporting the expandable 
tubular member and the adjustable expansion mandrel within the borehole, lowering 
the adjustable expansion mandrel out of the expandable tubular member, increasing 
the outside dimenston of the adjustable expansion mandrel, displacing the adjustable 
expansion mandrel upwardly relative to the expandable tubular member n times to- 
radially expand and plastically deform n portions of the expandable tubular member 
within the borehole, and pressurizing an interior region of the expandable tubular 
member above the adjustable expansion mandrel during the radial expansion and 
plastic defonnation of the expandable tubular member within the borehole. 
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A method for fonning a mono diameter wellbore casing has been descnbed that 
includes positioning an adjustable expansion mandrel within a first expandable tubular 
member, supporting the first expandable tubular member and the adjustable expansion 
mandrel within a borehole, lowering the adjustable expansion mandrel out of the first 
expandable tubular member, increasing the outside dimension of the adjustable 
expansion mandrel, displacing the adjustable expansion mandrel upwardly relative to 
the first expandable tubular member m times to radially expand and plastically defomi 
m portions of the first expandable tubular member within the borehole, pressurizing an 
Interior region of the first expandable tubular member above the adjustable expansion 
mandrel during the radial expansion and plastic defonnation of the first expandable 
tubular member within the borehole, positioning the adjustable expansion mandrel 
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within a second expandable tubular member, supporting the second expandable 
tubular member and the adjustable expansion mandrel within the borehole in 
overlapping relation to the first expandable tubular member, lowering the adjustable 
expansion mandrel out of the second expandable tubular member, increasing the 
outside dimension of the adjustable expansion mandrel, displacing the adjustable 
expansion mandrel upwardly relative to the second expandable tubular member n 
times to radially expand and plastically defonm n portions of the second expandable 
tubular member within the borehole, and pressurizing an interior region of the second 
expandable tubular member above the adjustable expansion mandrel during the radial 
expansion and plastic defomiation of the second expandable tubular member within 
the borehole. 



An apparatus for drilling a borehole within a subterranean fomiation and then radially 
expanding and plastically defomiing an expandable tubular member within the drilled 
borehole has been described that mdudes a float shoe adapted to mate with an end of 
the expandable tubular member, a drilling member coupled to the float shoe adapted to 
drill the borehole, an adjustable expansion mandrel coupled to the float shoe adapted 
to be controllably expanded to a larger outside dimension for radial expansion of the 
expandable tubular member or collapsed to a smaller outside dimension, an actuator 
coupled to the adjustable expansion mandrel adapted to controPably displace the 
adjustable expansion mandrel relative to the expandable tubular member, a locking 
device coupled to the actuator adapted to controllably engage the expandable tubular 
member, and a support member coupled to the locking device. 



A method for drilling a borehole within a subterranean fomiation and then radially 
expanding and plastically deforming an expandable tubular member within the drilled 
borehole has been described that includes positioning an adjustable expansion 
mandrel within the expandable tubular member, coupling a drilling member to an end of 
the expandable tubular member, drilling the borehole using the drilling member, 
posHioning the adjustable expansion mandrel and the expandable tubular member 
within the drilled borehole, lowering the adjustable expansion mandrel out of the 
expandable tubular member, increasing the outside dimension of the adjustable 
expansion mandrel, and displadng the adjustable expansion mandrel upwardly relative 
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to the expandable tubular member n times to radially expand and plastically defonn n 
portions of the expandable tubular member wtthin the drilled borehole. 

A method for forming a mono diameter wellbore casing within a borehole has been 
described that includes positioning an adjustable expansion mandrel within a first 
expandable tubular member, coupling a dniling member to an end of the first 
expandable tubular member, dniling a first section of the borehole using the drilling 
member, supporting the first expandable tubular member and the adjustable expansion 
mandrel within the drilled first section of the borehole, lowering the adjustable 
expansion mandrel out of the first expandable tubular member, increasing the outside 
dimension of the adjustable expansion mandrel, displacing the adjustable expansion 
mandrel upwardly relative to the first expandable tubular member m times to radially 
expand and plastically deform m portions of the first expandable tubular member within 
the drilled first section of the borehole, positioning the adjustable expansion mandrel 
within a second expandable tubular member, coupling the drilling member to an end of 
the second expandable tubular member, drilling a second section of the borehole using 
the drilling member, supporting the second expandable tubular member and the 
adjustable expansion mandrel within the borehole in overiapping relation to the first 
expandable tubular member within the second drilled section of the borehole, lowering 
the adjustable expansion mandrel out of the second expandable tubular member, 
increasing the outside dimension of the acQustable expansion mandrel, and displacing 
the adjustable expansion mandrel upwardly relative to the second expandable tubular 
member n times to radially expand and plastically deform n portions of the second 
expandable tubular member witWn the drilled second section of the borehole. 

An apparatus for drilling a borehole within a subterranean fonnation and then radially 
expanding and plastically defonming an expandable tubular member within the drilled 
borehole has been described that includes a float shoe adapted to mate with an end of 
the expandable tubular member, a drilling member coupled to the float shoe adapted to 
drill the borehole, an adjustable expansion mandrel coupled to the float shoe adapted 
to be controllably expanded to a larger outside dimension for radial expansion of the 
expandable tubular member or collapsed to a smaller outside dimension, an actuator 
coupled to the adjustable expansion mandrel adapted to controllably displace the 
adjustable expansion mandrel relative to the expandable tubular member, a locking 
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device coupled to the actuator adapted to controllably engage the expandable tubular 
member, a support member coupled to the locking device, and a sealing member for 
sealing engaging the expandable tubular member adapted to define a pressure 
chamber above the adjustable expansion mandrel during the radial expansion of the 
5 expandable tubular member. 

A method for drilling a borehole within a subterranean formation and then radially 
expanding and plastically deforming an expandable tubular member within the drilled 
borehole has been described that includes positioning an adjustable expansion 
mandrel within the expandable tubular member, coupling a drilling member to an end of 
the expandable tubular member, drilling the borehole using the drilling member, 
positioning the adjustable expansion mandrel and the expandable tubular member 
within the drilled borehole, lowering the adjustable expansion mandrel out of the 
expandable tubular member, increasing the outside dimension of the adjustable 
expansion mandrel, displacing the adjustable expansion mandrel upwardly relative to 
the expandable tubular member n times to radially expand and plastically deform n 
portions.of the expandable tubular member within the drilled borehole, and pressuring 
an interior portion of the expandable tubular member abcve the adjustable expansion 
mandrel during the radial expansion and plastic defomiation of the expandable tubular 
20 member within the drilled borehole. 

A method for forming a mono diameter wellbore casing within a borehole has been 
described that includes positioning an adjustable expansion mandrel within a first 
expandable tubular member, coupling a drilling member to an end of the first 
expandable tubular member, drilling a first section of the borehole using the drilling 
member, supporting the first expandable tubular member and the adjustable expansion 
mandrel within the drilled first section of the borehole, lowenng the adjustable 
expansion mandrel out of the first expandable tubular member, increasing the outside 
dimension of the adjustable expansion mandrel, displacing the adjustable expansion 
mandrel upwardly relative to the first expandable tubular member m times to radially 
expand and plastically deform m portions of the first expandable tubular member within 
the drilled first section of the borehole, pressuring an interior portion of the first 
expandable tubular member above the adjustable expansion mandrel during the radial 
expansion and plastic defomiation of the first expandable tubular member within the 
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first drilled section of the borehole, positioning the adjustable expansion mandrel within 
a second expandable tubular member, coupling the drilling member to an end of the 
second expandable tubular member, drilling a second section of the borehole using the 
drilling member, supporting the second expandable tubular member and the adjustable 
5 expansion mandrel within the borehole in overlapping relation to the first expandable 
tubular member within the second drilled section of the borehole, lowering the 
adjustable expansion mandrel out of the second expandable tubular member, 
increasing the outside dimension of the adjustable expansion mandrel, displacing the 
adjustable expansion mandrel upwardly relative to the second expandable tubular 

10 member n times to radially expand and plastically deform n portions of the second 
expandable tubular member within the drilled second section of the borehole, and 
pressuring an interior portion of the second expandable tubular member above the 
adjustable expansion mandrel during the radial expansion and plastic deformation of 
the second expandable tubular member within the drilled second section of the 

15 boiehole. 

An apparatus for radially expanding and plastically deforming an expandable tubular 
member has been described that includes a float shoe adapted tt» mate with an end of 
the expandable tubular member, a first adjustable expansion mandrel coupled to the 

20 float shoe adapted to be controllably expanded to a first larger outside dimension for 
radial expansion of the expandable tubular member or collapsed to a first smaller 
outside dimension, a second adjustable expansion mandrel coupled to the first 
adjustable expansion mandrel adapted to be controllably expanded to a second larger 
outside dimension for radial expansion of the expandable tubular member or collapsed 

25 to a second smaller outside dimension, an actuator coupled to the first and second 
adjustable expansion mandrels adapted to controllably displace the first and second 
adjustable expansion mandrels relative to the expandable tubular member, a locking 
device coupled to the actuator adapted to controllably engage the expandable tubular 
member, and a support member coupled to the locking device. The first larger outside 

30 dimension of the first adjustable expansion mandrel is larger than the second larger 
outside dimension of the second adjustable expansion mandrel. 

A method for radially expanding and plastically defomr»ing an expandable tubular 
member within a borehole has been described that includes positioning first and 
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second adjustable expansion mandrels within the expandable tubular member, 
supporting the expandable tubular member and the first and second adjustable 
expansion mandrels within the borehole, lowering the first adjustable expansion 
mandrel out of the expandable tubular member, increasing the outside dimension of 
5 the first adjustable expansion mandrel, displacing the first adjustable expansion 
mandrel upwardly relative to the expandable tubular member to radially expand and 
plastically defonm a lower portion of the expandable tubular member, displacing the first 
adjustable expansion mandrel and the second adjustable expansion mandrel 
downwardly relative to the expandable tubular member, decreasing the outside 

10 dimension of the first adjustable expansion mandrel and increasing the outside 
dimension of the second adjustable expansion mandrel, and displacing the second 
adjustable expansion mandrel upwardly relative to the expandable tubular member to 
radially expand and plastically deform portions of the expandable tubular member 
above the lower portion of the expandable tubular member. The outside dimension of 

15 the first adjustable expansion mandrel is greater than the outside dimension of the 
second adjustable expansion mandrel. 

A method for formiig a mono diameter wellbore casing has been described that 
includes positioning first and second adjustable expansion mandrels within a first 
20 expandable tubular member, supporting the first expandable tubular member and the 
first and second adjustable expansion mandrels within a borehole, lowering the fir^ 
adjustable expansion mandrel out of the first expandable tubular member, increasing 
the outside dimension of the first adjustable expansion mandrel, displacing the first 
adjustable expansion mandrel upwardly relative to the first expandable tubular member 
25 to radially expand and plastically defomi a lower portion of the first expandable tubular 
member, displacing the first adjustable expansion mandrel and the second adjustable 
expansion mandrel downwardly relative to the first expandable tubular member, 
decreasing the outside dimension of the first adjustable expansion mandrel and 
increasing the outside dimension of the second adjustable expansion mandrel, 
30 displacing the second adjustable expansion mandrel upwardly relative to the first 
expandable tubular member to radially expand and plastically defonn portions of the 
first expandable tubular member above the lower portion of the expandable tubular 
member, positioning first and second adjustable expansion mandrels within a second 
expandable tubular member, supporting the first expandable tubular member and the 



firet and second adjustable expansion mandrels within the borehole In overlapping 
relation to the first expandable tubular member, lowering the first adjustable expansion 
mandrel out of the second expandable tubular member, increasing the outside 
dimension of the first adjustable expansion mandrel, displacing the first adjustable 
expansion mandrel upwardly relative to the second expandable tubular member to 
radially expand and plastically deform a lower portion of the second expandable tubular 
member, displacing the first adjustable expansion mandrel and the second adjustable 
expansion mandrel downwardly relative to the second expandable tubular member, 
decreasing the outside dimension of the first adjustable expansion mandrel and 
increasing the outside dimension of the second adjustable expansion mandrel, and 
displacing the second adjustable expansion mandrel upwardly relative to the second 
expandable tubular member to radially expand and plastically defomi portions of the 
second expandable tubular member above the lower portion of the second expandable 
tubular member. The outside dimension of the first adjustable expansion mandrel is 
greater than the outside dimension of the second adjustable expansion mandrel. 



An apparatus for radially expanding and plastically deforming an expandable tubutar 
member has been describe<l that includes a float shoe adapted to mate with an end of 
the expandable tubular member, a first adjustable expansion mandrel coupled to the 
20 float shoe adapted to be controllably expanded to a first larger outside dimension for 
radial expansion of the expandable tubular member or collapsed to a first smaller 
outside dimension, a second adjustable expansion mandrel coupled to the first 
adjustable expansion mandrel adapted to be controllably expanded to a second larger 
outside dimension for radial expansion of the expandable tubular member or collapsed 
25 to a second smaller outside dimension, an actuator coupled to the first and second 
adjustable expansion mandrels adapted to controllably displace the first and second 
adjustable expansion mandrels relative to the expandable tubular member, a locking 
device coupled to the actuator adapted to controllably engage the expandable tubular 
member, a support member coupled to the locking device, and a sealing member for 
30 sealingly engaging the expandable tubular adapted to define a pressure chamber 
above the firet and second adjustable expansion mandrels during the radial expansion 
of the expandable tubular member. The first larger outside dimension of the first 
adjustable expansion mandrel is larger than the second larger outside dimension of the 
second adjustable e)«pansion mandrel. 
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A method for radially expanding and plastically deforming an expandable tubular 
member within a borehole has been descnbed that includes positioning first and 
second adjustable expansion mandrels within the expandable tubular member, 
5 supporting the expandable tubular member and the first and second adjustable 
expansion mandrels within the borehole, lowering the first adjustable expansion 
mandrel out of the expandable tubular member, increasing the outside dimension of 
the first adjustable expansion mandrel, displacing the first adjustable expansion 
mandrel upwardly relative to the expandable tubular member to radially expand and 
10 plastically deform a lower portion of the expandable tubular member, pressurizing an 
interior region of the expandable tubular member above the first adjustable expansion 
mandrel during the radial expansion of the lower portion of the expandable tubular 
member by the first adjustable expansion mandrel, displacing the first adjustable 
expansion mandrel and the second adjustable expansion mandrel downwardly relative 
15 to the expandable tubular member, decreasing the outside dimension of the first 
adjustable expansion mandrel and increasing the outside dimension of the second 
adjustable expansion mandrel, displacing the second adjustable expansion mandrel 
upwardly relative to the expandable tubular member to radially expand and plastically • 
defomi portions of the expandable tubular member above the lower portion of the 
20 expandable tubular member, and pressurizing an interior region of the expandable 
tubular member above the second adjustable expansion mandrel during the radial 
expansion of the portions of the expandable tubular member above the lower portion of 
the expandable tubular member by the second adjustable expansion mandrel. The 
outside dimension of the first adjustable expansion mandrel is greater than the outside 
25 dimension of the second adjustable expansion mandrel. 

A method for forming a mono diameter wellbore casing has been described that 
includes positioning first and second adjustable expansion mandrels within a first 
expandable tubular member, supporting the first expandable tubular member and the 
30 first and second adjustable expansion mandrels within a borehole, lowering the first 
adjustable expansion mandrel out of the first expandable tubular member, increasing 
the outside dimension of the first adjustable expansion mandrel, displacing the first 
adjustable expansion mandrel upwardly relative to the first expandable tubular member 
to radially expand and plastically deform a lower portion of the first expandable tubular 
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member, pressurizing an interior region of the first expandable tubular member above 
the first adjustable expansion mandrel during the radial expansion of the lower portion 
of the first expandable tubular member by the first adjustable expansion mandrel, 
displacing the first adjustable expansion mandrel and the second adjustable expansion 
5 mandrel downwardly relative to the first expandable tubular member, decreasing the 
outside dimension of the first adjustable expansion mandrel and increasing the outside 
dimension of the second adjustable expansion mandrel, displacing the second 
adjustable expansion mandrel upwardly relative to the first expandable tubular member 
to radially expand and plastically deform portions of the first expandable tubular 
10 member above the lower portion of the expandable tubular member, pressurizing an 
interior region of the first expandable tubular member above the second adjustable 
expansion mandrel during the radial expansion of the portions of the first expandable 
tubular member above the lower portion of the first expandable tubular member by the 
second adjustable expansion mandrel, positioning first and second adjustable 
15 expansion mandrels within a second expandable tubular member, supporting the first 
expandable tubular member and the first and second adjustable expansion mandrels 
within the borehole in overlapping relation to the first expandable tubular member, 
lowering the first adjustable expansion mandrel out of the second expandable tubular 
member, increasing the outside dimension of the first adjustable expansion mandrel, 
displacing the first adjustable expansion mandrel upwardly relative to the second 
expandable tubular member to radially expand and plastically deform a lower portion of 
the second expandable tubular member, pressurizing an interior region of the second 
expandable tubular member above the first adjustable expansion mandrel during the 
radial expansion of the lower portion of the second expandable tubular member by the 
first adjustable expansion mandrel, displacing the first adjustable expansion mandrel 
and the second adjustable expansion mandrel downwardly relative to the second 
expandable tubular member, decreasing the outside dimension of the first adjustable 
expansion mandrel and increasing the outside dimension of the second adjustable 
expansion mandrel, displacing the second adjustable expansion mandrel upwardly 
relative to the second expandable tubular member to radially expand and plastically 
deform portions of the second expandable tubular member above the lower portion of 
the second expandable tubular member, and pressurizing an interior region of the 
second expandable tubular member above the second adjustable expansion mandrel 
during the radial expansion of the portions of the second expandable tubular member 
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above the lower portion of the second expandable tubular member by the second 
adjustable expansion mandrel. The outside dimension of the first adjustable expansion 
mandrel is greater than the outside dimension of the second adjustable expansion 
mandrel. 

5 

An apparatus for radially expanding and plastically deforming an expandable tubular 
member has been descnbed that includes a support member, a locking device coupled 
to the support member and releasably coupled to the expandable tubular member, an 
adjustable expansion mandrel adapted to be controllably expanded to a larger outside 
10 dimension for radial expansion and plastic defomiation of the expandable tubular 
member or collapsed to a smaller outside dimension, and an actuator coupled to the 
locking member and the adjustable expansion mandrel adapted to displace the 
adjustable expansion mandrel upwardly through the expandable tubular member to 
radially expand and plastically deform a portion of the expandable tubular member. In 
1 5 an exemplary embodiment, the apparatus further includes a gripping assembly coupled 
to the support member and the actuator for controllably gripping at least one of the 
expandable tubular member or another tubular member. . In an exemplary embodiment, 
the apparatus further includes one or more cup se^is coupled to the support member 
for sealingly engaging the expandable tubular member above the adjustable expansion 
20 mandrel. In an exemplary embodiment, the apparatus further includes an expansion 
mandrel coupled to the adjustable expansion mandrel, and a float collar assembly 
coupled to the adjustable expansion mandrel that Includes a float valve assembly and a 
sealing sleeve coupled to the float valve assembly adapted to be radially expanded and 
plastically defomied by the expansion mandrel. 

25 

A method for radially expanding and plastically deforming an expandable tubular 
member within a borehole has also been described that includes supporting the 
expandable tubular member, an hydraulic actuator, and an adjustable expansion 
mandrel within the borehole, increasing the size of the adjustable expansion mandrel, 
30 and displacing the adjustable expansion mandrel upwardly relative to the expandable 
tubular member using the hydraulic actuator to radially expand and plastically defomi a 
portion of the expandable tubular member In an exemplary embodiment, the method 
further includes reducing the size of the adjustable expansion mandrel after the portion 
of the expandable tubular member has been radially expanded and plastically 
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deformed. In an exemplary embodiment, the method further includes fluidicly sealing 
the radially expanded and plastically defomned end of the expandable tubular member 
after reduang the size of the adjustable expansion mandrel. In an exemplary 
embodiment, the method further includes permitting the position of the expandable 
5 tubular member to float relative to the position of the hydraulic actuator after fluidicly 
sealing the radially expanded and plastically defomied end of the expandable tubular 
member. In an exemplary embodiment, the method further includes injecting a 
hardenable fluidic sealing material into an annulus between the expandable tubular 
member and a preexisting structure after pennitting the position of the expandable 

10 tubular member to float relative to the position of the hydraulic actuator. In an 
exemplary embodiment, the method further includes increasing the size of the 
adjustable expansion mandrel after permitting the position of the expandable tubular 
member to float relative to the position of the hydraulic actuator. In an exemplary 
embodiment, the method further includes displacing the adjustable expansion cone 

15 upwardly relative to the expandable tubular member to radially expand and plastically 
defonn another portion of the expandable tubular member. In an exemplary 
embodiment, the method further includes if the end of the other portion of the 
expan table tubular member overlaps with a preexisting stricture, then not permitting 
the position of the expandable tubular member to float relative to the position of the 

20 hydraulic actuator and displacing the adjustable expansion cone upwardly relative to 
the expandable tubular member using the hydraulic actuator to radially expand and 
plastically deform the end of the other portion of the expandable tubular member that 
overlaps with the preexisting structure. 

25 A method for forming a mono diameter wellbore casing within a borehole that includes 
a preexisting wellbore casing has been described that includes supporting the 
expandable tubular member, an hydraulic actuator, and an adjustable expansion 
mandrel within the borehole, increasing the size of the adjustable expansion mandrel, 
displacing the adjustable expansion mandrel upwardly relative to the expandable 

30 tubular member using the hydraulic actuator to radially expand and plastically defonn a 
portion of the expandable tubular member, and displacing the adjustable expansion 
mandrel upwardly relative to the expandable tubular member to radially expand and 
plastically defonn the remaining portion of the expandable tubular member and a 
portion of the preexisting wellbore casing that overiaps with an end of the remaining 



portion of the expandable tubular member In an exemplary embodiment, the method 
further includes reducing the size of the adjustable expansion mandrel after the portion 
of the expandable tubular member has been radially expanded and plastically 
deformed. In an exemplary embodiment, the method further includes fluidicly sealing 
5 the radially expanded and plastically defonmed end of the expandable tubular member 
after reducing the size of the adjustable expansion mandrel. In an exemplary 
embodiment, the method further includes permitting the position of the expandable 
tubular member to float relative to the position of the hydraulic actuator after fluidicly 
sealing the radially expanded and plastically deformed end of the expandable tubular 
10 member. In an exemplary embodiment, the method further includes injecting a 
hardenable fluidic sealing material into an annulus between the expandable tubular 
member and the borehole after permitting the position of the expandable tubular 
member to float relative to the position of the hydraulic actuator. In an exemplary 
embodiment, the method further includes increasing the size of the adjustable 
15 expansion mandrel after permitting the position of the expandable tubular member to 
float relative to the position of the hydraulic actuator. In an exemplary embodiment, the 
method further includes displacing the adjustable expansion cone upwardly relative to 
the expandable tubular member to radially expand and plastically deform the remaining 
portion of the expandable tubular member. In an exemplary embodiment, the method 
20 further includes not permitting the position of the expandable tubular member to float 
relative to the position of the hydraulic actuator, and displacing the adjustable 
expansion cone upwardly relative to the expandable tubular member using the 
hydraulic actuator to radially expand and plastically defomi the end of the remaining 
portion of the expandable tubular member that overlaps vinth the preexisting wellbore 
25 casing after not permitting the position of the expandable tubular member to float 
relative to the position of the hydraulic actuator. 

It is understood that variations may be made in the foregoing without departing from 
the scope of the invention For example, the teachings of the present illustrative 
30 embodiments may be used to provide a wellbore casing, a pipeline, or a structural 
support. Furthennore. the elements and teachings of the various illustrative 
embodiments may be combined in whole or in part in some or all of the illustrative 
embodiments. In addition, the expansion surfaces of the upper and lower cone 
segments, 600 and 602, may include any fomi of inclined surface or combination of 
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inclined surfaces such as, for example, conical, spherical, elliptical, and/or parabolic 
that may or may not be faceted. Rnally. one or more of the steps of the methods of 
operation of the exemplary embodiments may be omitted and/or performed in another 
order. 

Although illustrative embodiments of the mvention have been shown and described, a 
wide range of modification, changes and substitution is contemplated in the foregoing 
disclosure. In some instances, some features of the present invention may be 
employed without a corresponding use of the other features Accordingly, it is 
appropriate that the appended claims be construed broadly and in a manner consistent 
with the scope of the invention. 
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Claims 

What is claimed is: 

1 An apparatus for radially expanding and plastically defomfiing an expandable 
tubular member, comprising: 
a support member; 

a locking device coupled to the support member and releasably coupled to the 
expandable tubular member; 

an adjustable expansion device adapted to be controllably expanded to a larger 
outside dimension for radial expansion and plastic deformation of the expandable 
tubular member or collapsed to a smaller outside dimension; and 

an actuator coupled to the locking member and the adjustable expansion device 
adapted to displace the adjustable expansion device upwardly through the expandable 
tubular member to radially expand and plastically deforni a portion of the expandable 
tubular member. 

2. The apparatus of claim 1 further comprising: 

a gripping assembly coupled to the support member and the actuator for 
controllably gripping at least one of the expandable tubular member or another tubular 
member. 

3. The apparatus of claim 1, further comprising: 

one or more cup seals coupled to the support member for sealingly engaging the 
expandable tubular member above the adjustable expansion device. 

4. The apparatus of claim 1 , further comprising- 

an expansion device coupled to the adjustable expansion device; and 
a float collar assembly coupled to the adjustable expansion device comprising: 
a float valve assembly; and 

a sealing sleeve coupled to the float valve assembly adapted to be radially 
expanded and plastically deformed by the expansion device. 
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1. An apparatus for radially expanding and plastically defonning an expandable 
tubular member, comprising: 

a float shoe adapted to mate with an end of the expandable tubular memben 
5 an adjustable expansion mandrel coupled to the float shoe adapted to be 

controllably expanded to a larger outside dimension for radial expansion of the 
expandable tubular member or collapsed to a smaller outside dimension; 

an actuator coupled to the adjustable expansion mandrel adapted to controllably 
displace the adjustable expansion mandrel relative to the expandable tubular member, 
10 a locking device coupled to the actuator adapted to controllably engage the 

expandable tubular member; and 

a support member coupled to the locking device. 

2. A method for radially expanding and plastically deforming an expandable tubular 
15 member within a borehole, comprising: 

positioning an adjustable expansion mandrel within the expandable tubular 
member; 

supporting the expandable tul«jlar member and the adjustable expansion 
mandrel within the borehole; 

20 lowering the adjustable expansion mandrel out of the expandable tubular 

member, 

increasing the outside dimension of the adjustable expansion mandrel; and 
displacing the adjustable expansion mandrel upwardly relative to the expandable 
tubular member n times to radially expand and plastically defonm n portions of the 
25 expandable tubular member. 

3. A method for forming a mono diameter wellbore casing, comprising: 

positioning an adjustable expansion mandrel within a first expandable tubular 
member; 

30 supporting the first expandable tubular member and the adjustable expansion 

mandrel within a borehole; 

lowering the adjustable expansion mandrel out of the first expandable tubular 
member; 

increasing the outside dimension of the adjustable expansion mandrel; 
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displadng the adjustable expansion mandrel upwardly relative to the first 
expandable tubular member m times to radially expand and plastically deform m 
portions of the first expandable tubular member within the borehole; 

positioning the adjustable expansion mandrel within a second expandable tubular 
5 member; 

supporting the second expandable tubular member and the adjustable expansion 
mandrel within the borehole in overlapping relation to the first expandable tubular 
member; 

lowering the adjustable expansion mandrel out of the second expandable tubular 
10 member; 

increasing the outside dimension of the adjustable expansion mandrel; and 
displacing the adjustable expansion mandrel upwardly relative to the second 
expandable tubular member n times to radially expand and plastically deform n 
portions of the second expandable tubular member within the borehole. 

15 

4. An apparatus for radially expanding and plastically deforming an expandable 
tubular member, comprising: 

a float shoe adapted to mate with an end of the expandable tubular member 

an adjustable expansion mandrel coupled to the float shoe adapted to be 
20 controllably expanded to a larger outside dimension for radial expansion of the 
expandable tubular member or collapsed to a smaller outside dimension; 

an actuator coupled to the adjustable expansion mandrel adapted to controllably 
displace the adjustable expansion mandrel relative to the expandable tubular member; 

a locking device coupled to the actuator adapted to controllably engage the 
25 expandable tubular member; 

a support member coupled to the locking device; and 

a sealing member for sealingly engaging the expandable tubular member 
adapted to define a pressure chamber above the adjustable expansion mandrel during 
radial expansion of the expandable tubular member 

30 

5. A method for radially expanding and plastically deforming an expandable tubular 
member within a borehole, comprising: 

positioning an adjustable expansion mandrel within the expandable tubular 
member; 
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supporting the expandable tubular member and the adjustable expansion 
mandrel within the borehole; 

lowering the adjustable expansion mandrel out of the expandable tubular 
• member; 

5 increasing the outside dimension of the adjustable expansion mandrel; 

displacing the adjustable expansion mandrel upwardly relative to the expandable 
tubular member n times to radially expand and plastically deform n portions of the 
expandable tubular member wHhin the borehole; and 

pressurizing an interior region of the expandable tubular member above the 
10 adjustable expansion mandrel during the radial expansion and plastic deformation of 
the expandable tubular member within the borehole. 

6. A method for forming a mono diameter wellbore casing, comprising. 

positioning an adjustable expansion mandrel within a first expandable tubular 
15. member; 

supporting the first expandable tubular member and the adjustable expansion 
mandrel within a borehole; 

lowering the adjustable expansion mandrel ou: of the firet expandable tubular 
member; 

20 increasing the outside dimension of the adjustable expansion mandrel; 

displacing the adjustable expansion mandrel upwardly relative to the first 
expandable tubular member m times to radially expand and plastically deform m 
portions of the first expandable tubular member within the borehole; 

pressurizing an interior region of the first expandable tubular member above the 
!5 adjustable expansion mandrel during the radial expansion and plastic defomiation of 
the first expandable tubular member within the borehole; 

positioning the adjustable expansion mandrel within a second expandable tubular 
member; 

supporting the second expandable tubular member and the adjustable expansion 
0 mandrel within the borehole in overiapping relation to the first expandable tubular 
member; 

lowering the adjustable expansion mandrel out of the second expandable tubular 
member; 

increasing the outside dimension of the adjustable expansion mandrel; 
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displacing the adjustable expansion mandrel upwardly relative to the second 
expandable tubular member n times to radially expand and plastically deform n 
portions of the second expandable tubular member within the borehole; and 

pressurizing an interior region of the second expandable tubular member above 
5 the adjustable expansion mandrel during the radial expansion and plastic deformation 
of the second expandable tubular member within the borehole. 

7. An apparatus for drilling a borehole within a subten-anean formation and then 
radially expanding and piastically defomiing an e)q)andable tubular member within the 
10 drilled borehole, comprising: 

a float shoe adapted to mate with an end of the expandable tubular member; 
a drilling member coupled to the float shoe adapted to drill the borehole; 
an adjustable expansion mandrel coupled to the float shoe adapted to be 
controllably expanded to a larger outside dimension for radial expansion of the 
15 expandable tubular member or collapsed to a smaller outside dimension; 

an actuator coupled to the adjustable expansion mandrel adapted to controllably 
displace the adjustable expansion mandrel relative to the expandable tubular member. 

a lacking device coupled to the actuator adapted to ':xjntrollably engage the 
expandable tubular member; and 
20 a support member coupled to the locking device. 

8. A method for drilling a borehole within a subterranean formation and then radially 
expanding and plastically deforming an expandable tubular member within the drilled 
borehole, comprising: 

25 positioning an adjustable expansion mandrel within the expandable tubular 

member; 

coupling a drilling member to an end of the expandable tubular member; 
dnlling the borehole using the drilling member; 

positioning the adjustable expansion mandrel and the expandable tubular 
30 member within the drilled borehole; 

towering the adjustable expansion mandrel out of the expandable tubular 
member; 

increasing the outside dimension of the adjustable expansion mandrel; and 
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displadng the adjustable expansion mandrel upwardly relative to the expandable 
tubular member n times to radially expand and plastically deforni n portions of the 
expandable tubular member within the drilled borehole. 

5 9. A method for fomiing a mono diameter wellbore casing within a borehole, 
comprising: 

positioning an adjustable expansion mandrel within a first expandable tubular 
member; 

coupling a drilling member to an end of the first expandable tubular member; 
10 drilling a first section of the borehole using the drilling member; 

supporting the first expandable tubular member and the adjustable expansion 
mandrel within the drilled first section of the borehole; 

lowering the adjustable expansion mandrel out of the first expandable tubular 
member; 

15 increasing the outside dimension of the adjustable expansion mandrel; 

displacing the adjustable expansion mandrel upwardly relative to the first 
expandable tubular member m times to radially expand and plastically deform m 
portions of the first expandable tubular member within the drilled first section of the 
borehole; 

20 positioning the adjustable expansion mandrel within a second expandable tubular 

member; 

coupling the drilling member to an end of the second expandable tubular 
member; 

drilling a second section of the borehole using the drilling member; 
supporting the second expandable tubular member and the adjustable expansion 
mandrel within the borehole in overiapping relation to the first expandable tubular 
member within the second dnlled section of the borehole; 

lowering the adjustable expansion mandrel out of the second expandable tubular 
member; 

30 increasing the outside dimension of the adjustable expansion mandrel; and 

displacing the adjustable expansion mandrel upwardly relative to the second 
expandable tubular member n times to radially expand and plastically deform n 
portions of the second expandable tubular member within the drilled second section of 
the borehole. 
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10. An apparatus for drilling a borehole within a subterranean formation and then 
radially expanding and plastically deforming an expandable tubular member within the 
drilled borehole, comprising: 

a float shoe adapted to mate with an end of the expandable tubular member; 

a dniling member coupled to the float shoe adapted to drill the borehole; 

an adjustable expansion mandrel coupled to the float shoe adapted to be 
controllably expanded to a larger outside dimension for radial expansion of the 
expandable tubular member or collapsed to a smaller outside dimension; 

an actuator coupled to the adjustable expansion mandrel adapted to controllably 
displace the adjustable expansion mandrel relative to the expandable tubular member; 

a locking device coupled to the actuator adapted to controllably engage the 
expandable tubular member; 

a support member coupled to the locking device; and 

a sealing member for sealing engaging the expandable tubular member adapted 
to define a pressure chamber above the adjustable expansion mandrel dunng the 
radial expansion of the expandable tubular member. 

11. A method for drilSng a borehole within a subterranean formation and then radially 
expanding and plastically defonriing an expandable tubular member within the drilled 
borehole, comprising: 

positioning an adjustable expansion mandrel within the expandable tubular 
member; 

coupling a drilling member to an end of the expandable tubular member; 
drilling the borehole using the drilling member; 

positioning the adjustable expansion mandrel and the expandable tubular 
member within the drilled borehole; 

lowering the adjustable expansion mandrel out of the expandable tubular 
member; 

increasing the outside dimension of the adjustable expansion mandrel; 

displacing the adjustable expansion mandrel upwardly relative to the expandable 
tubular member n times to radially expand and plastically deform n portions of the 
expandable tubular member within the drilled borehole; and 
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pressuring an interior portion of the expandable tulwlar member above the 
adjustable expansion mandrel during the radial expansion and plastic deformation of 
the expandable tubular member within the drilled borehole. 

5 12. A method for femiing a mono diameter wellbore casing within a borehole, 
comprising: 

positioning an adjustable expansion mandrel within a first expandable tubular 

member; 

coupling a drilling member to an end of the first expandable tubular member 
1 0 drilling a first section of the borehole using the drilling member; 

supporting the first expandable tubular member and the adjustable expansion 
mandrel within the drilled first section of the borehole; 

lowering the adjustable expansion mandrel out of the first expandable tubular 
member; 

1 5 increasing the outside dimension of the adjustable expansion mandrel; 

displacing the adjustable expansion mandrel upwardly relative to the first 
expandable tubular member m times to radially expand and plastically defomi m 
portions of the first expandable tubular member within the drilled first section of the • 
borehole; 

0 pressuring an interior portion of the first expandable tubular member above the 

adjustable expansion mandrel during the radial expansion and plastic deformation of 
the first expandable tubular member virithin the first drilled section of the borehole; 

positioning the adjustable expansion mandrel within a second expandable tubular 
member; 

) coupling the drilling member to an end of the second expandable tubular 

member; 

drilling a second section of the borehole using the drilling member; 
supporting the second expandable tubular member and the adjustable expansion 
mandrel within the borehole in overiapping relation to the first expandable tubular 
member within the second drilled section of the borehole; 

lowering the adjustable expansion mandrel out of the second expandable tubular 
member; 

increasing the outside dimension of the adjustable expansion mandrel; 
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displacing the adjustable expansion mandrel upwardly relative to the second 
expandable tubular member n times to radially expand and plastically defomi n 
portions of the second expandable tubular member within the drilled second section of 
the borehole; and 

5 pressuring an interior portion of the second expandable tubular member above 

the adjustable expansion mandrel during the radial expansion and plastic deformation 
of the second expandable tubular member vwthin the drilled second section of the 
borehole. 

10 13. An apparatus for radially expanding and plastically defonning an expandable 
tubular member, comprising: 

a float shoe adapted to mate with an end of the expandable tubular member; 
a first adjustable expansion mandrel coupled to the float shoe adapted to be 
controllably expanded to a first larger outside dimension for radial expansion of the 
1 5 expandable tubular member or collapsed to a first smaller outside dimension; 

a second adjustable expansion mandrel coupled to the first adjustable expansion 
mandrel adapted to be controllably expanded to a second larger outside dimension for 
radial expansion of the expandable tubulai member or collapsed to a second smaller 
outside dimension; 

an actuator coupled to the first and second adjustable expansion mandrels 
adapted to controllably displace the first and second adjustable expansion mandrels 
relative to the expandable tubular member; 

a locking device coupled to the actuator adapted to controllably engage the 
expandable tubular member; and 

a support member coupled to the locking device; 

wherein the first larger outside dimension of the first adjustable expansion 
mandrel is larger than the second larger outside dimension of the second adjustable 
expansion mandrel. 

14. A method for radially expanding and plastically defonning an expandable tubular 
member within a borehole, comprising: 

positioning first and second adjustable expansion mandrels within the 
expandable tubular member; 
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supporting the expandable tubular member and the first and second adjustable 
expansion mandrels within the borehole; 

lowering the first adjustable expansion mandrel out of the expandable tubular 
member; 

5 increasing the outside dimension of the first adjustable expansion mandrel; 

displacing the first adjustable expansion mandrel upwardly relative to the 
expandable tubular member to radially expand and plastically deform a lower portion of 
the expandable tubular member; 

displacing the first adjustable expansion mandrel and the second adjustable 
10 expansion mandrel downwardly relative to the expandable tubular member; 

decreasing the outside dimension of the first adjustable expansion mandrel and 
increasing the outside dimension of the second adjustable expansion mandrel; 

displacing the second adjustable expansion mandrel upwardly relative to the 
expandable tubular member to radially expand and plastically deform portions of the 
15 expandable tubular member above the lower portion of the expandable tubular 
member; 

wherein the outside dimension of the first adjustable expansion mandrel is 
greater than the outside dimension of the second au*ustable expansion mandrel. 

20 15. A method for forming a mono diameter wellbore casing, comprising: 

positioning first and second adjustable expansion mandrels within a first 
expandable tubular member; 

supporting the first expandable tubular member and the first and second 
adjustable expansion mandrels within a borehole; 
25 lowering the first adjustable expansion mandrel out of the first expandable tubular 

member; 

increasing the outside dimension of the first adjustable expansion mandrel; 
displacing the first adjustable expansion mandrel upwardly relative to the first 
expandable tubular member to radially expand and plastically defomi a lower portion of 
30 the first expandable tubular memben 

displacing the first adjustable expansion mandrel and the second adjustable 
expansion mandrel downwardly relative to the first expandable tubular member; 

decreasing the outside dimension of the first adjustable expansion mandrel and 
increasing the outside dimension of the second adjustable expansion mandrel; 
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displacing the second adjustable expansion mandrel upwardly relative to the first 
expandable tubular member to radially expand and plastically defonn portions of the 
first expandable tubular member above the lower portion of the expandable tubular 
member; 

positioning first and second adjustable expansion mandrels within a second 
expandable tubular member; 

supporting the first expandable tubular member and the first and second 
adjustable expansion mandrels within the borehole in overlapping relation to the first 
expandable tubular member; 

lowering the first adjustable expansion mandrel out of the second expandable 
tubular member; 

increasing the outside dimension of the first adjustable expansion mandrel, 

displacing the first adjustable expansion mandrel upwardly relative to the second 
expandable tubular member to radially expand and plastically deform a lower portion of 
the second expandable tubular member; 

displacing the first adjustable expansion mandrel and the second adjustable 
expansion mandrel downwardly relative to the second expandable tubular member; 

riecreasing the outside dimension of the first adjustable expansion mandrel and 
increasing the outside dimension of the second adjustable expansion mandrel; and 

displacing the second adjustable expansion mandrel upwardly relative to the 
second expandable tubular member to radially expand and plastically deform portions 
of the second expandable tubular member above the lower portion of the second 
expandable tubular member; 

wherein the outside dimension of the first adjustable expansion mandrel is 
greater than the outside dimension of the second adjustable expansion mandrel. 

16. An apparatus for radially expanding and plastically deforming an expandable 
tubular member, comprising: 

a float shoe adapted to mate with an end of the expandable tubular member; 

a first adjustable expansion mandrel coupled to the float shoe adapted to be 
controllably expanded to a first larger outside dimension for radial expansion of the 
expandable tubular member or collapsed to a first smaller outside dimension; 

a second adjustable expansion mandrel coupled to the first adjustable expansion 
mandrel adapted to be controllably expanded to a second larger outside dimension for 
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radial expansion of the expandable tubular member or collapsed to a second smaller 
outside dimension; 

an actuator coupled to the first and second adjustable expansion mandrels 
adapted to controllably displace the first and second adjustable expansion mandrels 
relative to the expandable tubular member; 

a locking device coupled to the actuator adapted to controllably engage the 
expandable tubular member; 

a support member coupled to the locking device; and 

a sealing member for sealingly engaging the expandable tubular adapted to 
define a pressure chamber above the first and second adjustable expansion mandrels 
dunng the radial expansion of the expandable tubular member; 

wherein the first larger outside dimension of the first adjustable expansion 
mandrel is larger than the second larger outside dimension of the second adjustable 
expansion mandrel. 

17. A method for radially expanding and plastically deforming an expandable tubular 
member within a borehole, comprising: 

positioning first and second adjustable expansion maadrels within the 
expandable tubular member 

supporting the expandable tubular member and the fii^t and second adjustable 
expansion mandrels within the borehole; 

lowering the first adjustable expansion mandrel out of the expandable tubular 

member; 

increasing the outside dimension of the first adjustable expansion mandi^l; 
displacing the first adjustable expansion mandrel upwardly relative to the 
expandable tubular member to radially expand and plastically defomi a lower portion of 
the e^qsandable tubular member; 

pressurizing an interior region of the expandable tubular member above the first 
adjustable expansion mandrel during the radial expansion of the lower portion of the 
expandable tubular member by the first adjustable expansion mandrel; 

displacing the first adjustable expansion mandrel and the second adjustable 
expansion mandrel downwardly relative to the expandable tubular member 

decreasing the outside dimension of the first adjustable expansion mandrel and 
increasing the outside dimension of the second adjustable expansion mandrel; 
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displacing the second adjustable expansion mandrel upwardly relative to the 
expandable tubular member to radially expand and plastically defomi portions of the 
expandable tubular member above the lower portion of the expandable tubular 
member; and 

5 pressurizing an interior region of the expandable tubular member above the 

second adjustable expansion mandrel during the radial expansion of the portions of the 
expandable tubular member above the lower portion of the expandable tubular member 
by the second adjustable expansion mandrel; 

wherein the outside dimension of the first adjustable expansion mandrel is 
1 0 greater than the outside dimension of the second adjustable expansion mandrel. 

18. A method for forming a mono diameter wellbore casing, comprising: 

positioning first and second adjustable expansion mandrels within a first 
expandable tubular member; 
15 supporting the first expandable tubular member and the first and second 

adjustable expansion mandrels within a borehole; 

lowenng the first adjustable expansion mandrel out of the first expandable tubular 
member; 

increasing the outside dimension of the first adjustable expansion mandrel; 
20 displacing the first adjustable expansion mandrel upwardly relative to the first 

expandable tubular member to radially expand and plastically deform a lower portion of 
the first expandable tubular member; 

pressurizing an interior region of the first expandable tubular member above the 
first adjustable expansion mandrel during the radial expansion of the lower portion of 
25 the first expandable tubular member by the first adjustable expansion mandrel; 

displadng the first adjustable expansion mandrel and the second adjustable 
expansion mandrel downwardly relative to the first expandable tubular member; 

decreasing the outside dimension of the first adjustable expansion mandrel and 
increasing the outside dimension of the second adjustable expansion mandrel; 
30 displacing the second adjustable expansion mandrel upwardly relative to the first 

expandable tubular member to radially expand and plastically defomi portions of the 
first expandable tubular member above the lower portion of the expandable tubular 
member; 
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pressurizing an interior region of the first expandable tubular member above the 
second adjustable expansion mandrel during the radial expansion of the portions of the 
first expandable tubular member above the lower portion of the first expandable tubular 
member by the second adjustable expansion mandrel; 

positioning first and second adjustable expansion mandrels v/ithin a second 
expandable tubular member; 

supporting the first expandable tubular member and the first and second 
adjustable expansion mandrels v\/rthin the borehole in overlapping relation to the first 
expandable tubular member; 

lov/ering the first adjustable expansion mandrel out of the second expandable 
tubular member; 

Increasing the outside dimension of the first adjustable expansion mandrel; 

displacing the first adjustable expansion mandrel upwardly relative to the second 
expandable tubular member to radially expand and plastically deform a lower portion of 
the second expandable tubular member; 

pressurizing an interior region of the second expandable tubular member above 
the first adjustable expansion mandrel during th^ radial expansion of the lower portion 
of the second expandable tubular member by the first adjustable expansion mandrel; 

displacing the first adjustable expansion mandrel and the second adjustable 
expansion mandrel downwardly relative to the second expandable tubular member; 

decreasing the outside dimension of the first adjustable expansion mandrel and 
increasing the outside dimension of the second adjustable expansion mandrel; 

displacing the second adjustable expansion mandrel upwardly relative to the 
second expandable tubular member to radially expand and plastically deform portions 
of the second expandable tubular member above the lower portion of the second 
expandable tubular member; and 

pressurizing an interior region of the second expandable tubular member above 
the second adjustable expansion mandrel during the radial expansion of the portions of 
the second expandable tubular member above the lower portion of the second 
expandable tubular member by the second adjustable expansion mandrel; 

wherein the outside dimension of the first adjustable expansion mandrel is 
greater than the outside dimension of the second adjustable expansion mandrel. 
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19. An apparatus for radially expanding and plastically deforming an expandable 
tubular member, comprising: 
a support member; 

a locking device coupled to the support member and releasably coupled to the 
5 expandable tubular member; 

an adjustable expansion mandrel adapted to be cohtrollably expanded to a larger 
outside dimension for radial expansion and plastic deformation of the expandable 
tubular member or collapsed to a smaller outside dimension; and 

an actuator coupled to the locking member and the adjustable expansion 
10 mandrel adapted to displace the adjustable expansion mandrel upwardly through the 
expandable tubular member to radially expand and plastically deform a portion of the 
expandable tubular member. 

20. The apparatus of claim 1 9, further comprising: 
15 a gripping assembly coupled to the support member and the actuator for 

controllably gripping at least one of the expandable tubular member or another tubular 
member. 

21 The apparatus of claim 1 9. further comprising: 
20 one or more cup seals coupled to the support member for seallngly engaging the 

expandable tubular member above the adjustable expansion mandrel. 

22. The apparatus of claim 19, further comprising: 

an expansion mandrel coupled to the adjustable expansion mandrel; and 
25 a float collar assembly coupled to the adjustable expansion mandrel comprising: 

a float valve assembly; and 

a sealing sleeve coupled to the float valve assembly adapted to be radially 
expanded and plastically deformed by the expansion mandrel. 

30 23. A method for radially expanding and plastically defonning an expandable tubular 
member within a borehole, comprising- 

supporting the expandable tubular member, an hydraulic actuator, and an 
adjustable expansion mandrel within the borehole; 

increasing the size of the adjustable expansion mandrel; and 
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displacing the adjustable expansion mandrel upwardly relative to the expandable 
tubular member using the hydraulic actuator to radially expand and plastically defomi a 
portion of the expandable tubular member. 

5 24. The method of claim 23, further comprising: 

reducing the size of the adjustable expansion mandrel after the portion of the 
expandable tubular member has been radially expanded and plastically deformed. 

25. The method of claim 24, further comprising: 

10 fluidicly sealing the radially expanded and plastically deformed end of the 

expandable tubular member after reducing the size of the adjustable expansion 
mandrel. 

26. The method of claim 25, further comprising: 

15 permitting the position of the expandable tubular member to float relative to the 

position of the hydraulic actuator after fluidicly sealing the radially expanded and 
plastically defonned end of the expandable tubular member. 

27. The method of claim 26, further comprising: 

20 injecting a hardenable fluidic sealing material into an annulus between the 

expandable tubular member and a preexisting structure after permitting the position of 
the expandable tubular member to float relative to the position of the hydraulic actuator. 

28. The method of claim 26, further comprising: 

25 increasing the size of the adjustable expansion mandrel after permitting the 

position of the expandable tubular member to float relative to the position of the 
hydraulic actuator 

29. The method of claim 28, further comprising: 

30 displacing the adjustable expansion cone upwardly relative to the expandable 

tubular member to radially expand and plastically defomi another portion of the 
expandable tubular member. 



30. The method of daim 29, further comprising: 
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if the end of the other portion of the expandable tubular member overlaps with a 
preexisting structure, then 

not permitting the position of the expandable tubular member to float relative to 
the position of the hydraulic actuator and 
5 displacing the adjustable expansion cone upwardly relative to the expandable 

tubular member using the hydraulic actuator to radially expand and plastically deform 
the end of the other portion of the expandable tubular member that overlaps with the 
preexisting structure. 

10 31 A method for forming a mono diameter wellbore casing within a borehole that 
includes a preexisting wellbore casing, comprising: 

supporting the expandable tubular member, an hydraulic actuator, and an 
adjustable expansion mandrel within the borehole; 

increasing the size of the adjustable expansion mandrel; 
15 displacing the adjustable expansion mandrel upwardly relative to the expandable 

tubular member using the hydraulic actuator to radially expand and plastically deform a 
portion of the expandable tubular member and 

displacing the adjustable expansion mandrel upwp,rdly relative to the expandable 
tubular member to radially expand and plastically defomi the remaining portion of the 
20 expandable tubular member and a portion of the preexisting wellbore casing that 
overlaps with an end of the remaining portion of the expandable tubular member. 

32. The method of claim 31 , further comprising: 

reducing the size of the adjustable expansion mandrel after the portion of the 
25 expandable tubular member has been radially expanded and plastically deformed. 

33. The method of claim 32, further comprising: 

fluidicly sealing the radially expanded and plastically deformed end of the 
expandable tubular member after reducing the size of the adjustable expansion 
30 mandrel. 

34. The method of claim 33, further comprising: 
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permitting the position of the expandable tubular member to float relative to ttie 
position of the hydraulic actuator after fluidicly sealing the radially expanded and 
plastically defonned end of the expandable tubular member. 

5 35 The method of claim 34, further comprising: 

injecting a hardenable fluidic sealing material into an annulus between the 
expandable tubular member and the borehole after pennitting the position of the 
expandable tubular member to float relative to the position of the hydraulic actuator. 

10 36. The method of claim 34, further comprising. 

increasing the size of the adjustable expansion mandrel after permitting the 
position of the expandable tubular member to float relative to the position of the 
hydraulic actuator. 

1 5 37. The method of daim 36, further comprising: 

displacing the adjustable expansion cone upwardly relative to the expandable 
tubular member to radially expand and plastically defomi the remaining portion of the 
expandable tubular member. 

20 38. The method of daim 37, further comprising: 

not pennitting the position of the expandable tubular member to float relative to 
the position of the hydraulic actuator; and 

displacing the adjustable expansion cone upwardly relative to the expandable 
tubular member using the hydraulic actuator to radially expand and plastically deforni 
25 the end of the remaining portion of the expandable tubular member that overiaps with 
the preexisting wellbore casing after not permitting the position of the expandable 
tubular member to float relative to the position of the hydraulic aduator. 
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